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FOR NOVICE AND ADVANCED USERS 


Secure Log Server 
HOW TO PROTECT SYSLOG MESSAGES 
WITH TRANSPORT LAYER SWITCHING 


NETBoD 
AND PKGSRC-WIP PVT HC )\\ 


PROGRAMMING 
WEBHITTRACK 


HOW IMPORTANT IS YOUR DATA? 


Years of family photos. Your entire music 
and movie collection. Office documents 
you've put hours of work into. Backups for 
every computer you own. We ask again, how 
important is your data? 


NOW IMAGINE LOSING IT ALL 


Losing one bit - that’s all it takes. One single bit, and 
your file is gone. 


The worst part? You won't know until you 
absolutely need that file again. Example of one-bit corruption 


THE SOLUTION 


The Mini boasts these state-of-the- 


The FreeNAS Mini has emerged as the clear choice to 
art features: 


save your digital life. No other NAS in its class offers 


i ry and ZFS bitr 
ECC (error correcting code) memory and ZFS bitrot Se ee ee 


protection to ensure data always reaches disk . Up to 16TB of storage capacity 
without corruption and never degrades over time. - 16GB of ECC memory (with the option to upgrade 
to 32GB) 


; « 2x 1 Gigabit network controllers 
No other NAS combines the inherent data integrity si amaois aanagementeort (PN 


and security of the ZFS filesystem with fast on-disk - Tool-less design; hot swappable drive trays 
encryption. No other NAS provides comparable power RCS NES ihetalemanacomngured 

and flexibility. The FreeNAS Mini is, hands-down, the 
best home and small office storage appliance you can 
buy on the market. When it comes to saving your 
important data, there simply is no other solution. 
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FREENAS 


CERTIFIED 
STORAGE 


With over six million downloads, 
FreeNAS is undisputedly the most 
popular storage operating system 
in the world. 


Sure, you could build your own FreeNAS system: 
research every hardware option, order all the 

parts, wait for everything to ship and arrive, vent at 
customer service because it hasn't, and finally build it 
yourself while hoping everything fits - only to install 
the software and discover that the system you spent 
days agonizing over isn’t even compatible. Or... 


MAKE IT EASY ON YOURSELF 


As the sponsors and lead developers of the FreeNAS 
project, ixsystems has combined over 20 years of 
hardware experience with our FreeNAS expertise to 
bring you FreeNAS Certified Storage. We make it 
easy to enjoy all the benefits of FreeNAS without 
the headache of building, setting up, configuring, 
and supporting it yourself. As one of the leaders in 
the storage industry, you know that you're getting the 
best combination of hardware designed for optimal 
performance with FreeNAS. 


Every FreeNAS server we ship is... 


» Custom built and optimized for your use case 

» Installed, configured, tested, and guaranteed to work out 
of the box 

» Supported by the Silicon Valley team that designed and 
built it 

» Backed by a 3 years parts and labor limited warranty 


ee ee ee ee 
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As one of the leaders in the storage industry, you 
know that you're getting the best combination 

of hardware designed for optimal performance 

with FreeNAS. Contact us today for a FREE Risk 
Elimination Consultation with one of our FreeNAS 
experts. Remember, every purchase directly supports 
the FreeNAS project so we can continue adding 
features and improvements to the software for years 
to come. And really - why would you buy a FreeNAS 
server from anyone else? 


FreeNAS 1U 

- Intel® Xeon® Processor E3-1200v2 Family 

- Up to 16TB of storage capacity 

* 16GB ECC memory (upgradable to 32GB) 

« 2x 10/100/1000 Gigabit Ethernet controllers 
« Redundant power supply 


FreeNAS 2U 
- 2x Intel® Xeon® Processors E5-2600v2 Family 
- Up to 48TB of storage capacity 
- 32GB ECC memory (upgradable to 128GB) 
« 4x 1GbE Network interface (Onboard) - 
(Upgradable to 2 x 10 Gigabit Interface) 
« Redundant Power Supply 


http://www.iXsystems.com/storage/freenas-certified-storage/ 
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EDITORS’ WORD 


Dear Readers, 


he new BSD is released! We would like to 

present to you the new issue of BSD maga- 

zine. Inside, you will find articles, stories, inter- 
views and much more. Moreover our experts share 
their Knowledge and offer technical tips and tricks for 
Python programmers. The authors present their own 
point of view, share opinions and experiences about 
Transport Layer Switching. In the other articles, you 
will find all the information you need on how to use 
the popular tool — WebHT Track. You will also have 
opportunity to read more about NetBSD and its ports 
system. You will learn about Pkgsrc which is the 
framework that is useful to build third party packages 
for this system. You will see how to create a package 
and hopefully submit it. This issue covers the inter- 
view with Shawn Webb who tells you more about the 
HardenedBSD Project. 


We tried to cover as much as we could in this issue 
so everyone can benefit from this edition, and | would 
like to believe that we succeeded. Inside you will find 
great authors, like David Carlier, Rui Silva, Leonardo 
Neves Bernardo, Jeremiah Brott, Mervyn Heng, Bob 
Monroe, Shawn Webb, Luca Ferrari who | also send 
my thanks to for their dedication and hard work by 
providing the great articles. 


Enjoy Reading, 
Ewa & BSD Team 
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IN BUSINESS 


FreeNAS 
in an Enterprise Environment 


By the time you're reading this, FreeNAS has been downloaded 
more than 5.5 million times. For home users, it’s become an 
indispensable part of their daily lives, akin to the DVR. 
Meanwhile, all over the world, thousands of businesses 
universities, and government departments use FreeNAS to 
build effective storage solutions in myriad applications 


What you willearn.. 7E INTERRUPT THIS MAGAZINE TO BRING 


« How TrueNAS builds off the strong points of the FreeBSD and 


seta F YOU THIS IMPORTANT ANNOUNCEMENT: 
, | | | | a 


* How TrueNAs meets modern storage challenges for entery 
THE PEOPLE WHO DEVELOP FREENAS, THE WORLD’'S MOST 
T he FreeNAS operating systems is fre; POPULAR STORAGE OS, HAVE JUST REVAMPED TRUENAS. 


the public and offers thorough doc 
active community, and a feature-rig 
the storage environment. Based on Free 
can share over a host of protocols (SM§ 
FTP, iSCSI, etc) and features an intuiti 
the ZFS file system, a plug-in system 
much more. 
Despite the massive popularity g 
aren't aware of its big brother dut 
data in some of the most demand 
environments: the proven, enterp 
professionally-supported line of, 
But what makes TrueNAS diffd r | 
Well, I'm glad you asked... J “ | 


Tria PU Ss 


Commercial Grade Supp 
When a mission critical stor 


organization's whole operat POWER WITHOUT CONTROL MEANS NOTHING. 
fea) keantanraje geal TRUENAS STORAGE GIVES YOU BOTH. 
and running in a timely 
responsiveness and expe 
aperapra yr (Vi Simple Management MW Self-Healing Filesystem 
Fae hs , | , rae 
sores heleren (Vj Hybrid Flash Acceleration ( High Availability 
(VjfeIntelligent Compresssion (Vie Qualified for VMware and 
(Vj All Features Provided HyperV 
Up Front (no hidden Vi Works Great With Citrix 
licensing fees) XenServer® 


To learn more, visit: www.iXsystems.com/truenas 
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CONTENTS 


NetBSD 
NetBSD and pkgsrc-wip Ss 


David Carlier 

In this article, David will tell you more about NetBSD and its ports 
system. Pkgsrc is the framework to build third party packages for 
this system. You will see how to create a package and hopefully 
submit it. Hence, the pkgsrc should already be in your system. 
Otherwise, a full guide is available in David’s article. 


Programming 


Python Programming. Practical Project - 
Weather Forecast! 

Rui Silva 

In this article, Rui is going to implement a Python module to read 
data from an API, process the information and display it, using 
Python plotting library, in a friendly way. 


security 
18 


12 


Secure Log Server With Rsyslog 
Leonardo Neves Bernardo 
Leonardo will discuss how to create a secure syslog server using 
rsyslog and how to protect syslog messages with Transport 
Layer Switching (TLS). Some advanced rsyslog configurations 
will be covered. 
Raspberry Pi Hacking -_6 
Jeremiah Brott 

The Raspberry Pi is a credit-card sized computer that plugs 
into your TV and a keyboard. It’s a capable little PC which can 
be used for many of the things that your desktop PC does, like 
spreadsheets, word-processing and games. It also plays high- 
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definition video. We want to see it being used by kids all over the 
world to learn programming. If you love your Pi you'll definitely 
love to hack it. 


Reviews 


WebHT Track 
Mervyn Heng 


This tool is simple to install and use yet incredibly useful in 
supporting Application Security testing to find vulnerabilities 
and also facilitating offline analysis of malicious code, as well 
as malware embedded in websites. It is supported on multiple 
platforms so try it today. 


42 


Banana Pi Pro 444 


Bob Monroe 

What happens when you take the popular Raspberry Pi (RPi) 
microcomputer and hand it over to a Chinese company? You get 
an even more powerful and feature packed microcomputer with 
a similar name, the Banana Pi Pro. | guess “Blueberry” must 
have been taken already. The Banana Pi Pro is slightly larger 
than the RPi but it sure has more items added on. This board 
is a Super-sized microcomputer if you look at the specs alone. 


Interview with ... 


Shawn Webb Tells You All About HardenedBSD 
Project 46 


Luca Ferrari & BSD Team 
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TnterD Urone 


tihe International Drone Conference and Exposition 


Drone Drone) 


TECHCON FLYER BUSINESS 

: For Flyers and Buyers For Business Owners, 
More than 35 classes, More than 35 tutorials and Entrepreneurs & Dealers 
tutorials and panels for classes on drone operations, Classes will focus on running a drone 
hardware and embedded flying tips and tricks, range, business, the latest FAA requirements 
engineers, designers and navigation, payloads, stability, and restrictions, supporting and 
software developers building avoiding crashes, power, educating drone buyers, marketing 
commercial drones and the environmental considerations, drone services, and where the next 
software that controls them. which drone is for you, and more! hot opportunities are likely to be! 


The Largest Commercial Drone Show in North America 


ie September 9-10-11, 2015 


T Demos! Panels! Keynotes! 4 Rio, Las Vegas 
ee The Zipline! ap 
A es www.interDrone.com 
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A BZ Media Event 


NETBSD 


NetBSD 


and pkgsrc-wip 


For this mid-summer, we will approach a lighter subject, 
NetBSD and its ports system. Pkgsrc is the framework to 
build third party packages for this system. We will see how 
to create a package and hopefully submit it. Hence, the 
okgsrc should already be installed on your system. 


produce a better package. Indeed, as its suffix sug- 

gests (lint, the historical C code analyser), it will check 
the whole package structure, the Makefile, the checksum 
and so on. 

Secondly, you need to choose a main category for your li- 
brary or application, even if your future package can possi- 
bly recover several. For the article, we will choose security/ 
yara, the popular malware searcher library, as an example. 


| t is recommended to install pkglint which will serve to 


Makefile 
# SNetBSD: Makefile,v 1.2 2015/06/06 08:57:18 pettai Exp $ 


=> This comment is mandatory but when you create for 
the first time the package it’s simply 


# SNetBSDS 


PKGNAME= yara-${YAVER} => The name of the pack- 
age and its version 


CATEGORIES= security => Its categories, can have 

several 

COMMENT= Pattern matching swiss knife for malware 
researchers 
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=> Describes briefly the package, more explanations 
in DESCR file 

WRKSRC= S{WRKDIR}/yara-S${YAVER} 

=> WRKDIR represents where the source port will be 
extracted (generally it is work/<package name>-<version>) 
USE TOOLSt+t= pkg-config automake autoreconf 


=> Necessary tools to build the package. Could 
be cmake, perl. They will be installed if not present 


USE LIBTOOL= yes 
GNU_CONFIGURE= 
figure script 
PKGCONFIG OVERRIDE+= 


yes => Uses GNU version of con- 
libyara/yara.pc.in 
pre-configure: 

cd S{WRKSRC} && -fiv => We can 
override many sub tasks, related to different steps, be- 


fore, after the archive extraction, configure, build, instal- 
lation and so on 


autoreconf 


sinclude ,-./../security/yara/Makefile.common” => 


Makefile.common is used by at least two packages 
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(in Our Case py-yara) and it regroups common informa- 
tion, could be the dependencies, the version ... 


-include ,,../../mk/bsd.pkg.mk” => Mandatory file to in- 
clude, it contains the main necessary variables 


Now, let’s have a look at the Makefile.common 


# SNetBSD: Makefile.common,v 1.3 2015/06/14 21:28:44 pettai Exp $ 
# 

# used by security/yara/Makefile 

# used by security/py-yara/Makefile 


DISTNAME= v3.3.0 => In case the archive does not 
have the same name as the package when it is down- 
loaded from the MASTER_SITES set below, this vari- 
able needs to be set 


YAVER= S{DISTNAME:S/v//} => Simply defining the 
version, in this case we just subtract the v prefix 


MASTER .SiITES= S{MASTER _ plTE GITHUB:=plusvic/yara/ 
archive/} => Some predefined popular URLs like github 
here, or Sourceforge through predefined variables, 
hence we just need to give the rest 


Diol . sUBDIR= Yara 


MAINTAINER= pettai@NetBSD.org 
HOME PAGE= hitps+s//plusvic-github.i10/ vara/ 
LICENSE= apache-2.0 => Likewise, it exists with 


some predefined licenses, 2 clause BSD, different flavors 
of GPL ... or we can define a custom one, a simple text 
file to place inside the licenses subfolder then the user 
will need to add in its ACCEPTABLE LICENSES environ- 
ment variable, hence accepting explicitly this license in 
order to build the package 


DESCR and PLIST 

We talked earlier about the DESCR file, it is simply a text 
file which describes more completely the package in ques- 
tion like below. 


YARA is a tool aimed at (but not limited to) helping mal- 
ware researchers to identify and classify malware sam- 
ples. With YARA you can create descriptions of malware 
families (or whatever you want to describe) based on 
textual or binary patterns. 


We also need to know the list of files to be (un)installed 


relative to the variable PREFIX (usually /usr/pkg). It is 
the role of the PLIST file. 
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@comment SNetBSD: PLIST,v 1.1 2015/06/06 08:18:17 pettai 
Exp $ 
bin/yara 
bin/yarac 
include/yara.h 
include/yara/ahocorasick.h 
include/yara/arena.h 
include/yara/atoms.h 
include/yara/compiler.h 
include/yara/error.h 
include/yara/exec.h 
include/yara/filemap.h 
include/yara/hash.h 
include/yara/libyara.h 
include/yara/limits.h 
include/yara/modules.h 
include/yara/object.h 
include/yara/re.h 
include/yara/rules.h 
include/yara/scan.h 
include/yara/sizedstr.h 
include/yara/strutils.h 


include/yara/types.h 


include/yara/utils.h 


lib/libyara.la 


lib/pkgconfig/yara.pc 
man/manl/yara.1 


man/manl/yarac.1 


Patches 

Sometimes, the software in question needs to be patched 
in order to work properly. The patches subfolder should 
contain the necessary diff files, by convention named 
patch-<path to the file, dashes replaces by underscores>. 
In our case, we have patch-libyara_proc.c which just 
needs to add NetBSD support ... The patchset is created 
via make patches ... 


»NGEBSD* patch-libyara proci.c,v 1.1 2015/06/06 09:18:17 
pettai Exp $ 


Add NetBSD support 

soe 1ibvyarta/proc.¢.0rig 2015-06-06 06:50:52.000000000 
+0000 

+++ libyara/proc.c 


@@ -153,7 +153,7 @@ int yr process get memory ( 


#include <yara/mem.h> 


#if defined( FreeBSD _) 
= defined( OpenBSD _ ) 


|| defined( FreeBSD kernel _) 
|| defined( MACH) 


|| \ 


BSD |. 


MAGAZINE 


NETBSD 


+ defined( OpenBSD _ ) 
NetBSD) 

#define PTRACE ATTACH PT ATTACH 

#define PTRACE DETACH PT DETACH 

#fendif 


|| defined( MACH ) || defined ( 


buildlink3.mk 

Eventually, if it’s a library we can create the buildlink3.mk 
file, if another package needs yara library as a dependen- 
cy, this package just need to include this file 


# SNetBSD: buildlink3.mk,v 1.2 2015/06/06 08:57:18 pettai 
EXp-S 


BUILDLINK TREE+t= yara 


.if !defined(YARA BUILDLINK3 MK) 
YARA BUILDLINK3 MK:= 
BUILDLINK API DEPENDS. yarat= yara>=3.3.0 
BUILDLINK PKGSRCDIR.yara?=../../security/yara 
.endif # YARA BUILDLINK3 MK 


BUILDLING TREET= yard 


distinfo 

Once we have all the pieces needed, we can finally create 
our distinfo file which stores the checksums of the DIST- 
FILES and eventually the patches. It is created, ideally, 
via make makesum. 


SNetBSD: distinfo,v 1.2 2015/06/14 21:28:44 pettai Exp §$ 


SHA1 (yara/v3.3.0.tar.gz) = 


6£72d80£21336c098F9013212d496d3920d9ef18 
RMD160 

330de9de9294953a3a42032cccsae849F065ab5e 
Size (yara/v3.3.0.tar.gz) = 7634474 bytes 
SHA1 

b860701d604276c8ccd7596f63aa0d02d01a39bc 


(yata/v3.3.0.tar.gz) = 


(patch-libyara proc.¢) = 


Checking the package 

pkglint will display every part of the package which is not 
correct, the FATAL messages must be taken into account, 
some WARNING messages, too. 


> pkglint 


looks fine. => Ideal, but a correct package can have few 
harmless warnings too... 


Submit 

There is a project which aims to get more people involved 
in investing their time to create packages for pkgsrc. It is 
called pkgsrc-wip and can be found here: http://okgsrc- 
wip.sourceforge.net. | hope this article gave you the taste 
to create yours. 


David Carlier has been working as a software developer since 2001. 
He used FreeBSD for more than 10 years and starting from this year, 
he became involved with the HardenedBSD project and performed 
serious developments on FreeBSD. He worked for a mobile product 
company that provides C++ APIs for two years in Ireland. From this, 
he became completely inspired to develop on FreeBSD. 
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Python Programming. 
Practical Project - Weather 


Forecast! 


In this article we are going to implement a Python module 
to read data from an API, process the information and 
display it, using Python plotting library, in a friendly way. 


What you will learn... 


¢ Get data from an external API 
¢ Transform data to suit your needs 
¢ Work with the Python plotting 


s we should do in any development, we have to de- 
fine exactly what our module does: 


¢ Read data from an API (http://openweathermap.org) 
¢ Save the raw data in a file for safekeeping 


What you should know... 


« Python basics 
¢ Programming 


¢ Transform the data, so that it can be fed to the plot 
module 

¢ Plot a graph with the weather forecast for the next 
week 


Listing 1. Print the result for the url 


Gia ete = alitae eo louder = {ideal has Oe ae ames: 


[ate sun 2 oe Ck ee 
(WU Gene 3) 52d Gendelevel e050 -15) i ene max = 
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Devel: N07] ad Celene n #9200252 a seau level’: 


W wand’ 2. -{u' speed’ =: 1, 


3623824742, u lon = 14294779), woweather : 
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MAGAZINE 


BSD 


i Vana. ie Coord = (ivr eS 20 Zot Non 7 25785 Oe wearer = 
Ue ai S000 ue aicom 2 Uke > descr ion + Sky as Cléanr i) eou ay | 14s S048 5 aut mis: 
Slo 2o a sean level’ N20 30 Num tey 20 wl eressire 4 
P56 oa eM Mit ol SoS ee Oe Ol weenicl Sate SpCeC 7 lola Ge tcl UN eu clouds “aie alh 
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CUO a  COn as Ww lUUGT |) W cescr npn nOn 7 Uy is Clean | Gd e755 54035) Ul mein \ {Ueno 26.627. Wl Candy 


UP Wain 2 {od oressuce 0s od Benpimin == 82,70 Belo max = 
a ceg 2 Oy be ta clouds. fia ali’: 0)5, 0" name? :: 
[Ai Marni == a Clear, 
vs Clean’ iw Ot 2 1437555550, U' Main = {uo tenp = 275827’ grndslevel’ =) b024 46, Ww tenpsmax + 27.8257 sear 
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Get information from API 

We are going to process the information from the Open 
Weather Map API. Let’s use this URL to get the forecast 
for a group of cities: http://api.openweathermap.org/da- 
ta/2.5/box/city ?bbox=12, 32, 15,37, 10&cluster=yes. 

Now we need a function to get the json data from this 
URL. For this we will use the requests library. This library 
is not a Python built-in module so you have to install it. 
You still remember how to install packages, using pip? 


S pip install requests 


Now that we have all the dependencies we need, let's 
create a simple Python file, that will hold all our code for 
this module. Let’s call it module4.py. 

Now we have to import our request dependencies and 
create a function to get the forecast data in json. Try to do 
this alone before looking at the example: 


import requests 

det ev forecacu (uel); 
y" Return the forecast data in json 
r = reguests.get (url) 


return r.json() 


lf you print the result for the url above, you get some- 
thing like on Listing 1. Now, save the data in a file with 
a datetime in the name (Ex: forecast-2015522.json). You 
still remember how to do it, right? Now, let’s break down 
the json structure. You can use any online tool to “pret- 
ty print” the data you just received, so that you can better 
understand its current structure: Listing 2. 


Data transformation 
Let’s think a litthe about the data structure that we need: 
we want to present, for each city, a bar chart, comparing 


Listing 2. The json structure 
{ 


“message”: “accurate”, 
“COG 2008s, 
MeOUMiE i. ule 
paleS ice 
{ 
mb? 2 295760), 
“name”: “Shcherbinka”, 
"EOOLG 2 4 
PANO Rie: Soo oreo, 
CEE tO NO) Oe 
}, 
Vine sf 
“Eemp 2 294.75, 
OOS; 
Salou blidalfoniaenyahey © ov: 


“pressure”: 


“remem 2U3 C15, 

MECiiCmMax (+32 6.19 
Ie 
VCE M37 557440), 
Swim 21 -{ 

“speed”: 6, 

“deg”: 280 
}, 
seis ee 

PCOUlEL yeas > 
}, 
“ehouds 


ele as 
by 
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“weather”: [ 
POs 57 Oe 
igikelabia @ Ro aR Sl abig “— 
“description”: “light intensity shower rain” 
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Listing 3. Data transformation 


def process data(data) : 
we’ Return data to be used by the plot lib 
info = { 
SCrEres «ole 
‘temperatures’: [], 
“Humic res* se [ 
} 
Cleves w=addca le bist 4) 
FOr Clry an cleles: 
main data = city[‘main’] 
impo [ “cities” |eapoend (city | ‘name’ |) 
info "temperatures. |i-apoend (mermidacal *cempe: |) 


IOUGOH|| \Mbiinavenleaerc || ¢ cyeereirel (ie uay olencrey|| mibiiakenie |) 


return info 
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Listing 4. Output of data transformation 


{ iimidaetes” 0 [ood nO ON Dr Co 0g ere on aon 
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Sony, Se.80, S401 S450, sl 47 SOc, Ziel, sl 24s) } 


D2 oy AOL oe a oe le YChrtes = [tio Vatran 7 sie auneiam, = 


“Temperatures: 2 [3oesde, 0 esl A AOe SG, 3010552 396 oe OOS , 


Listing 5. Plotting the data 


def show plot (data): 
‘““" Compute and plot the bar chart 
Cities = tuple(data[ ‘cities’ ]) 
temperatures = tuple(data[ ‘temperatures’ ]) 
humidities = tuple(data[ ‘humidities’ ]) 


N = len(cities) 


# Define the width of each bar, and create a list of iio |i eres {| append (main edara | tauniei ty 3) 
PoOSsteETons 
# that will be used to place each bar in the chart return info 


ind = np.arange(N) # the x locations for the groups 


HELGE Ia Or 5 sels ywikelcin tie cae leeks 


, ax Plies subollors() 


rectsl = ax.bar(ind, temperatures, width, color=’r’) 


rects2 = ax.bar(ind+twidth, humidities, width, 
color=’y’) 

# Show the bar chart 

plt.show() 


Listing 6. Creating and running a script 


#!/usr/bin/python 


import requests 
import numpy as np 


from matplotlib amport pyplot as pile 


def get forecast (url): 
wre Return the forecast data in json 
r = requests.get (url) 


return r.json() 


def process data(data): 
‘“”" Return data to be used by the plot lib 


WITT 


gee) e— | 


Venu ves? ss [le 
‘temperatures’: [], 
‘humidities’: [], 


} 

CruLes = dace | list. | 

£OrsClEy An cubes: 
main data = city[‘main’] 
info[‘cities’].append(city[ ‘name’ ]) 


ime “etiperacines (| appendl(ietnadasal ceme- |) 


def show plot (data): 


WWI AA 


cities = tuple(data[‘cities’]) 
temperatures = tuple(data[ ‘temperatures’ ]) 
humidities = tuple(data[ ‘humidities’ ]) 


N = len(cities) 


ind = np.arange(N) # the x locations for the groups 


vouelicla, = 0). 35) + the width OF the bars 


pli=subplers () 


© 
x 
it) 


rectsl = ax.bar(ind, temperatures, width, color=’r’) 
rects2 = ax.bar(ind+twidth, humidities, width, 


color=’y’) 


plt.show() 


# Exec the script 

url = ‘http://api.openweathermap.org/data/2.5/box/city?b 
box=12,32,15,37,10&cluster=yes’ 

datdy—= Gee. nouecasu (irl) 

processed data = process data(data) 


shows lou (processedudara) 
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Figure 1. Full source code on chart 


the temperature and humidity for each of them. In order to 
draw a bar chart, we need the information in lists, ordered. 
So, let’s define the lists that we need: 


¢ cities: the list of city names 

¢ temperatures: the list of the temperatures, maintain- 
ing the same order of the cities list 

¢ humidities: the list of humidities, maintaining the 
same order of the cities also 


Create a function that receives the raw json data from 
the API, processes it and returns a dict with the informa- 
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Figure 2. Temperature and humidity in the city 
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tion in the list above. Again, try to do it yourself before 
looking at the next example: Listing 3. This will return 
something like it is shown on Listing 4. 


Plotting the data 

In order to visually render our data, we will use an exter- 
nal library: Matplotlib. You can install it the same way you 
installed requests, or check other installation formats on 
http://matplotlib.org/users/installing. html. 

Once you have installed the package, you can read 
a little of the documentation to try plotting the data yourself. 
Draw a barchart with the city names in the X axis and 
the humidity and temperature values in the Y axis. 

So, let's make a function to do all that work for us: 
Listing 5. 

Let’s try to break down this function a bit. | will explain 
each section of the function, so that you can better under- 
stand what everything does: 


_y ax = plt.subplots () 


In this case, the underscore indicates that the first 
argument returned by the function is being deliberately 
ignored. You can assign the value to a variable, but in 
this case it would never be used... 

Using the ax (Axes object — check the documentation 
on htto:/matplotlib.org/api/axes_api.html#matplotlib.axes. 
Axes), we create a bar for the temperatures and another for 
the humidities (check the examples for more options too). 


Temperature and humidity by city 


Tarhuna MasallatahAl Khums Zlitan§ Birkirkara Ragusa Pozzallo Modica Rosolini 


j Temperature 
fa Humidity 


fis 
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After that, we only have to display the chart, which should lf you don’t want to bother searching and testing the 
be something like this (if you want the full source code for functions supplied, you can check the code that gener- 
this graph generation you can get it. See Figure 1.). ated this graph on Listing 7. 


Now, this bar chart is too simple and not that informa- 
tive... You should play a bit with these options to create 
a Chart that is actually useful: 


¢ ax.set_ylabel 

¢ ax.set_title 

¢ ax.set_xticks 

¢ ax.set_xticklabels 
¢ ax.legend 


Try to create this chart: Figure 2. 

You can notice that we have the value of each column 
above it and labels for the cities. There is also a legend 
in the upper right corner and a title for the graph, which 
is much more informative than the previous, don’t you 
agree? 


Rui Silva is a Python developer who loves open source. He started 
working as a freelancer in 2008, while he finished his degree 
in Computer Science in Universidade do Minho. After graduation, 
he started pursuing a master’s degree, choosing the field of parallel 
computation and mobile and ubiquitous computing. He ended up 
only finishing the mobile and ubiquitous computing course. In his 
3 years of freelancing, he worked mostly with Python, developing 
django websites, drupal websites and some magento stores. He also 
had to do some system administration. After that, he started working 
in Eurotux Informatica, S.A. where he develops websites using Plone, 
django and drupal. He is also an IOS developer and sometimes he 
performs some system administration tasks. Besides his job, he works 
as a freelancer using mainly django and other Python frameworks. 


Listing 7. The code that generated our graph 
#!/usr/bin/python 


import requests 
import numpy as np 
from matplotlib import pyplot as plt 


def ger forecasciurl): 
‘“”’" Return the forecast data in json 
r = requests.get (url) 
return r.json() 


def process data(data): 
‘“"" Return data to be used by the plot lib 


NWECELL 


info = { 
VeLErec (ss (il, 
‘temperatures’: [], 
Wig ubhe nee |i cei roee--eeal (l er 


} 

Cities = dara lrsr” |] 

£Or Cily An erties: 
main data = city[‘main’ ] 
info[‘cities’].append(city[ ‘name’ ]) 
ihe [ bemperarures |-appendi(maingdacal  remp)) 
into[ humidities’ | append (main data ‘humidity’ J) 


return info 


def show plot (data): 


NILES 


NWLCELCS 


cities = tuple(data[ ‘cities’ ]) 
temperatures = tuple(data[ ‘temperatures’ ]) 
humidities = tuple(data[ ‘humidities’ ]) 

N = len(cities) 


ind = np.arange(N) # the x locations for the groups 
width = 0.35 # the width of the bars 


my ex = plessubelors() 

rectsl = ax.bar(ind, temperatures, width, color=’r’) 

rects2 = ax. bar(ind+twidth, humidities, width, 
color=’y’) 


# add some text for labels, title and axes ticks 
evi, Soe ieee Li heute | 

ee ceuertele( Lenpetauiie vane iumldie so Ged.) 
axe ceu ee leks (ind tri dtln) 

ei, Gir ene cLelsels( tic1es |) 


ax.legend( (rects1[0], rects2[0]), (‘Temperature’, 
THUMMCt yy) )) 


def autolabel(rects): 
# attach some text labels 
for rect in rects: 
hetoghry— tecr. dee merging} 
ax.text(rect.get_x()+trect.get width()/2., 
i, OS*height, “sd’ tint (height), 
ha=’center’, va=’bottom’) 


autolabel (rects1) 
autolabel (rects2) 


plt.show() 


# Exec the script 
url = ‘http://api.openweathermap.org/data/2.5/box/city?b 


box=12,32,15,37,10&cluster=yes’ 


datde="Geupbonecacu (iim) 
processed data = process data(data) 
Shion jollore (euOcessec, cleicet) 
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Titania award winning Nipper Studio configuration 
auditing tool is helping security consultants and end- 
user organisations worldwide improve their network 
security. Its reports are more detailed than those typically 
produced by scanners, enabling you to maintain a higher 
level of vulnerability analysis in the intervals between 
penetration tests. 


Now used in over 65 countries, Nipper Studio provides a 
thorough, fast & cost effective way to securely audit over 
100 different types of network device. The NSA, FBI, DoD 
& U.S. Treasury already use it, so why not try it for free at 
www.titania.com 
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Secure Log Server With 


Rsyslog 


This article will discuss how to create a secure syslog server 
using rsyslog and how to protect syslog messages with 
Transport Layer Switching (TLS). Some advanced rsyslog 


configurations will be covered. 


What you will learn... 


¢ how to use rsyslog to centralize syslog messages and TLS 
- how to use advanced techniques of rsyslog 


inside IT environments. Without logs it’s almost 

impossible to follow audit trails. There are a lot of 
types of logs and some types are very different from oth- 
ers. Sometimes the sources of logs are different, for ex- 
ample from a Unix system, Windows system or network 
appliance. Sometimes logs are generated from operating 
systems and sometimes they are generated by applica- 
tions. Moreover, you can generate your own personal log 
message. 

Very often, logs reside only inside one computer. If this 
computer is compromised, all log information is almost in- 
stantly invaluable. Therefore, a log server is one of the 
most important security artifacts inside networks. 

Some advanced features and configurations covered in 
this article are based on the ideas of Rainer Gerhards, 
creator of rsyslog software and RELP Protocol and author 
of RFC 5424. Rainer is a visionary and pioneer in modern 
syslog infrastructure, although it is not possible to assure 
that his ideas will prevail in the future. 


| ogs are one of the most important security assets 


Basics of log and syslog 
Almost every software that runs inside a Unix system is 
a daemon. By definition, adaemon runs in the background 
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What you should know... 


¢ basic understanding of syslog protocol 
¢ basics of Linux shell. 


and there is no associated terminal, therefore it isn’t pos- 
sible to display messages. Firstly, daemons started to 
write messages inside log files associated with a daemon 
to allow system administrators to watch messages. Even 
though the problem of saving important messages perma- 
nently was solved, system administrators had a lot of log 
files to take care of, each one with its own format. 

In the 1980s, Eric Allman, creator of sendmail software, 
created syslog as a separate daemon to control the mes- 
sage flow from sendmail daemon. As syslog is a totally 
separate daemon, some other Unix daemons started to 
use it. Gradually, syslog’s popularity increased and nowa- 
days, almost all Unix daemons use syslog. Although other 
log formats, like Windows Event Log or Apache Common 
Log, exist and are used in some market niches, syslog is 
the most known log format. 

Programs send information to syslog, usually by sys- 
log syscall. The messages can then be logged to vari- 
ous files, devices, or computers, depending on the sender 
of the message and its severity. Multiple destinations are 
permitted. 


Format of syslog messages 
Each syslog message consists of four parts: 
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Program name 
Specifies the program source that created the message. 
Examples are login: and kernel:. 


Facility 

Specifies the subsystem that produced the message, for 
example, all daemons related to mail management send 
messages to facility mail. Facilities used nowadays are: 


* kern — Kernel messages 

* user — General userland messages 

¢ mail — Messages related to e-mail subsystems 

* daemon — Daemon (server process) messages 

* auth — Authentication or security messages 

* security — Alias to auth facility 

¢ mark — Used internally 

* authpriv — Non-system authentication and authoriza- 
tion messages 

* syslog — Messages from syslog daemon 

* pr — Printer messages 

* news — Messages related to Usenet news 

* uucp — Unix to Unix Copy Protocol messages 

* cron — Cron messages 

¢ ftp — Messages related to FTP subsystems 

* local0 through local7 — User specified facilities 


Priority 
Priority specifies the level of the message. 

Possible priority values are: 

emergency, alert, critical, error, warning, notice, info and 
debug. 


Message itself 
The final part of a syslog message contains the message 
itself. 


Traditional syslog (sysklogd) 
Traditional syslog, or sysklogd is the most used log dae- 
mon. The traditional syslog daemon has not had signifi- 
cant changes during the last decades. The syslog project 
is focused more on stability than on new features. 
Syslogd.conf or syslog.conf are the files used to con- 
figure syslog daemon. The configuration format is very 
simple. Each line of syslogd.conf is a set of one or more 
selectors and an action. A selector is a set of facility and 
priority joined by period character. Example of selector: 


kern.crit 


It's possible to put several selectors together, using com- 
ma character. Let’s see one example: 
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user.info, kern.crit 


Actions are the destinations of the messages. Actions 
can be a file or device or the address of a log server. 
Examples of actions: 


/var/log/messages 

/dev/console 

@loghost 

Let’s see an example of a complete syslogd.conf: 
Kern serie /var/log/messages 

ftp.none, kernel.*,daemon.* /var/log/messages 
* ,emerg /dev/console 

In the above example, we see that is possible to use as- 
terisks to get all priorities or to get all facilities. Keyword 
none stands for no priority of the given facility. It’s possi- 
ble to use multiple actions for the same selector. 


Network Use 

Syslog has network support, hence syslog is a protocol as 
well as a daemon. Syslog protocol was standardized by 
IETF RFC 3164 (The BSD syslog Protocol, August 2001). 
RFC 3164 becomes obsolete by RFC 5424 (The Syslog 
Protocol, March 2009). Syslog protocol uses UDP port 
514 for communication. 

There are some advantages to converting messages 
from other formats and transferring them via a syslog pro- 
tocol through networks. The traditional Unix syslog ser- 
vice allows programs to send log messages over a net- 
work to a central server that records them. 

In general, syslog daemons are compatible with each 
other. It’s possible to send messages from rsyslog to sys- 
log-ng or from traditional syslog to rsyslog and so on. 

In traditional syslog, the @ character is used at the be- 
ginning of an action in order to send messages to another 
host (i.e. @loghost). To start a syslog daemon listening in 
network, the *-r’ argument is used. 


Why rsyslog? 
Traditional syslog lacks of a lot of functionalities. Even though 
traditional syslog has network support, there is no possibil- 
ity to secure communication without external software. Af- 
ter the creation of traditional syslog, some other syslog dae- 
mons were created, syslog-ng and rsyslog. It's not possible 
to make a comparison between traditional syslog and rsys- 
log or syslog-ng, because there are big differences. 
Syslog-ng is a very good and complete software, but 
some functionalities are enabled only in the paid version. 
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Another minor issue related to syslog-ng is that the 
configuration file isn’t compatible with traditional 
syslog and this, depending on the environment, can be 
a problem. 

Rsyslog project is the newer project related to syslog. 
Rsyslog project is focused on new functionalities and in- 
tends to maintain all features under a GPL license. The 
great improvement of rsyslog regarding security concerns 
is that rsyslog supports Syslog TLS. 

Some advantages of rsyslog from syslog-ng are: na- 
tive support for MySQL and PostgreSQL, TLS/SSL na- 
tive support, GSS-API and RELP support, and so on. The 
complete list of differences between syslog-ng and rsys- 
log can be found at http:/www.rsyslog.com/doc/rsyslog 
ng_comparison.html. 

Considering the above, | recommend using rsyslog in- 
stead other software. If you are not convinced yet, some 
Linux distributions are. Nowadays, almost all Linux dis- 
tributions are using rsyslog as official syslog daemon. 
Unfortunately, other flavours of Unix aren't following the 
same way. 


Installing rsyslog 

First of all, remove your legacy syslog daemon. Download 
the latest rsyslog software from http:/vww.rsyslog.com/ 
rsyslog-5-8-4-v5-stable/. Extract and install: 


+ tar -zxvet rsyslog-5.6.4.tar.gz 
# cd rsyslog-5.8.4 


# ./configure && make && make install 


Copy rsyslog example configuration file from source 
to /etc: 


# cp rsyslog.conf /etc 


Now, start rsyslog with the following command: 


# rsyslogd -c5 -f /etc/rsyslog.conf 


With ps command, it’s possible to check if rsyslog is run- 
ning: 


# ps -ef | grep rsyslog | grep -v grep 


TOOL 11034 de A lee Le 00:00:00 rsyslogd 


=05-=£./ete/rsyslog. cont 


And inside /var/log/messages rsyslog will print 2 lines to 
confirm it started: 


2011-10-16T21:19:47.916889-02:00 neves-laptop kernel: 
log source = /proc/kmsg started. 


2011-10-16T21:19:47.917187-02:00 neves-laptop rsyslogd: 


ImMeLOG 5aCs4, 


[origin software="rsyslogd” swVersion="5.8.4” 
x-pid="11034" 
x-info="http://www.rsyslog.com”] start 
At this moment, rsyslog is exactly a replacement to tra- 
ditional syslog. Even an old syslog.conf can be used di- 
rectly aS a rsyslog.conf. Flag -c specifies the level of 
compatibility that rsyslog will support and -+ points to the 
configuration file. 

With command egrep -v_ ,*#|*S” 
we see our configured parameters inside rsyslog, shown 
In Listing 1. 

Some other details are shown in Listing 1. Notice the 
action starting with an asterisk (*.emerg). Actions starting 
with an asterisk will print messages in all sessions, for all 
users. Another detail is about file actions starting with mi- 
nus (-) sign. Minus sign omits the syncing of the file after 
every logging. Finally, we can see some lines starting with 
SModLoad. Module support is rsyslog specific, and other 
software doesn't support it. The three modules loaded in 
Listing 1 are basic and necessary to rsyslog in order to run 
with the same functionality of traditional syslog. 


/etc/rsyslog.conf 


Listing 1. Minimal rsyslog.conf 


SModLoad immark # provides --MARK-- message capability 


SModLoad imklog 


kere Wine 


SModLoad imuxsock # provides support for local system logging (e.g. via logger command) 


# kernel logging (formerly provided by rklogd) 


* info;mail.none;authpriv.none;cron.none -/var/log/messages 
ante inom tyes * /var/log/secure 
mail.* -/var/log/maillog 
enon. =i Wee ( lho) econ 

* ,emerg is 

uucp,news.crit -/var/log/spooler 


(wat) Vog/ boot. log 
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Using Network with rsyslog 
The @ is used to configure rsyslog to send messages to 
another syslog over the network, as in traditional syslog. 

The following example shows authpriv facility config- 
ured to send to file and to copy messages to host name 
logserver over the network: 
authoriy,* /var/log/secure 
authpriv.* @logserver 
To configure rsyslog to receive messages, insert lines of 
Listing 2 at the bottom of /etc/rsyslogd.conf. 

In fact, it’s possible to receive messages only by 
UDP/514. With UDP/514, it’s possible to configure almost 
all appliances and servers to send messages to your sys- 
log. UDP/514 is recommend for all hosts which don't sup- 
port other possibilities, as shown: 


¢ Network appliances like routers and switches, and 
even mailhubs, proxies and network IPS 

¢ Windows servers with some additional software like 
EventReport or KiwiSyslog 

¢ Legacy/Traditional Unix, used even in recent versions 
of IBM AIX, HP HP-UX and Sun Solaris. In this case, 
| recommend the replacement of traditional syslog 
with rsyslog, if it’s possible. 


UDP protocol is not reliable and is not guaranteed that 
a syslog message will be received by rsyslog server. 
Even so, it’s better to have a syslog server than nothing. 

On the other hand, rsyslog supports TCP communica- 
tion. To configure rsyslog to receive messages by TCP, in- 
sert lines of Listing 3 to the bottom of /etc/rsyslogd.conf. 

TCP is a more reliable protocol than UDP. However, the 
use of TCP instead UDP does not guarantee that all the 
messages will be received. Messages can be discarded if 
problems arise or processing overcharges happen in both 
server or client side. 

To send messages with TCP from rsyslog client, use 
double @ (@@), as shown in the following example: 


auchipriv.s* @@logserver 


This kind of configuration is rsyslog specific. 


Security and capacity considerations 
It is now time to test. Use the logger tool on the client side 
and verify that messages are logged at server side. An- 
other very good test is to configure authpriv facility and 
test with login and/or logout on the client side. 

It’s a good idea to verify packages of syslog protocol 
communication with a sniffer. Dump packages to a file with 
tcpdump -w file -s o and after that examine file with xxd. 


Listing 2. Configuration to receive by port UDP/514 


# UDP Syslog Server: 


SModLoad imudp.so # provides UDP syslog reception 


SUDPServerRun 514 # start a UDP syslog server at standard port 514 


After that, restart rsyslog and check that ports UDP/514 is open with netstat: 


# netstat -anp -—4 | grep 514 


udp 0) OF O10 2010 soir ORO ORC ZAOT/ sys koge 
Listing 3. Configuration to Listen port TCP/514 

# TCP Syslog Server: 

# provides TCP syslog reception and GSS-API (if compiled to support it) 

SModLoad imtcp.so # load module 

SinputTCPServerRunm 514 # start up TCP listener at port 514 

Checkthat now rsyslog opened UDP port 514 and is listening in TCP/514: 

# netstat -anp -4 | grep 514 

udp 0 O00 20 20-514 ORO 00) e* ZO) ES 5 kOoge 
rep 0) Or 0 Or Oe Oro 4 OURO US = LISTEN 2110) eS ys loge. 


BSD |, 


MAGAZINE 


www.bsdmag.org 


SECURITY 


You will see that, both by UDP and TCP communication, 
messages will be transferred in plain text. Even though 
logs aren't the most confidential information we have in- 
side networks, this information could be used to enumer- 
ate users from your environment, and there are some se- 
curity concerns about this. We will see later a very good 
solution for this problem. 

Another concern about logs is about capacity. If the vol- 
ume of information from the clients is big, your log server 
can be flooded very fast. One of the most common prob- 
lems is the size of storage and perhaps it’s important to 
evaluate the network capacity and the processing capac- 
ity in the log server. The processing capacity could be 
a problem if you have filters, regular expressions, data- 
bases backends, log correlation and so on. As you can 
see, rsyslog could do many other tasks beyond only stor- 
ing log messages from network. Unfortunately, here | do 
not have the possibility to explain in details all the features 
listed above. 

When you create a log server, your first goal is to have 
a copy of all important log information from your network. 
Automatically, you perceive that it is most valuable to cre- 
ate a backup from the log server rather than from clients, 
because in fact, the log server is normally more secure 
than clients. Now, you need to compute backup size, com- 
pression of log files, purge of files, and so on. If you have 
to comply to any regulations, such as SOX, PCI DSS, 
HIPAA, etc., search if your regulation specifies the rules 
about the minimal age of the log. 

| imagine that now logs seem a little more important 
than when you started to read this article. | think that it’s 
not necessary to stress why maintaining a good level of 
security in your log host is essential. 


Making rsyslog more secure 

Rsyslog supports communication using TLS/SSL com- 
munication. Even though it’s possible to use stunnel to 
secure a TCP communication, using this method could 
result in a loss of messages. Syslog with TLS ensures 
that communications are reliable and confidential and it 
is a protocol defined by the Request for Comments 5425. 
RFC 5425 is a proposed standard, and some details could 
change. Rsyslog implements TLS support following RFC 
5425, even without a final specification. 

To use rsyslog with TLS it’s necessary to install GnuTLS 
(GNU Transport Layer Security Library). GnuTLS is an 
implementation of TLS and SSL protocols like OpenS- 
SL. GnuTLS was created to provide a free alternative to 
OpenSSL, because OpenSSL license is not totally free. 
Rsyslog project intended to implement OpenSSL support, 
but nowadays the only alternative is GnuTLS. 

The first step necessary to use rsyslog + gnutls is to in- 
stall GnuTLS. Install from source or by package manager 
and remember that it's devel and headers are necessary 
to recompile rsyslog. 

After gnutls installation, return to source directory of 
your rsyslog and type (both log server and client): 


# ./configure —-enable-gnutls && make && make install 


Now your binary is ready to be used with gnutls. In the 
next steps we will use files and examples distributed with 
rsyslog to start a basic rsyslog + TLS communication. 

Create a directory to store certificates and key in (both 
log server and client): 


# mkdir -p /etc/rsyslog/certs 


Listing 4. GnuTLS configuration of log server 


# make gtls driver the default 
SDefaultNetstreamDriver gtls 
# 


oo EPG CINE. SCR ILS 


# 
SModLoad imtcp # load TCP listener 
# 


SDefaultNetstreamDriverCAFile /etc/rsyslog/certs/ca.pem 
SDefaultNetstreamDriverCertFile /etc/rsyslog/certs/cert.pem 


SDefaultNetstreamDriverKeyFile /etc/rsyslog/certs/key.pem 


SInputTCPServerStreamDriverMode 1 # run driver in TLS-only mode 
SInputTCPServerStreamDriverAuthMode anon # client is NOT authenticated 


SInputTCPServerRun 10514 # start up listener at port 10514 
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And copy certificates and key from contrib/gnutls direc- 
tory in rsyslog source directory to /etc/rsyslog/certs IN 
log server: 


# cp contrib/gnutls/ca.pem /etc/rsyslog/certs 
# cp contrib/gnutls/cert.pem /etc/rsyslog/certs 
# cp contrib/gnutls/key.pem /etc/rsyslog/certs 


Copy only ca.pem to /etc/rsyslog/certs at client side. In 
this example, only the log server needs its own certifi- 
cate and private key. 

Now, change /etc/rsyslog.conf Of the log server and 
include Listing 4 content. 

Restart rsyslog in the log server. This configuration will 
start TCP port 10514. Port 10514 will be TLS only using 
SInputTCPServerStreamDriverMode configuration, in oth- 
er words, plain text communication won't be understood. 
Check that port 10514 is listening using netstat, after re- 
start. Its a good idea to check /var/log/messages to con- 
firm that problems have not arisen. 

If it is all OK, let’s configure the client side. Include Listing 
5 content at the bottom of /etc/rsyslog. cone of the client. 

Restart rsyslog and verify that no problems are shown in 
/var/log/messages. AS you see, @@(o) at the beginning 
of the action is used to send messages to another host. 

@@(o) logserver.localdomain:10514 means send mes- 
sages to logserver.localdomain using TCP (@@) and TLS 
((o)) and port 10514 (:10514). 

Now it’s time to test again, use the logger command on 
the client side or do a login or logoff and verify if messag- 
es are being logged in the log server files. If no problems, 
use tcpdump and xxd again, now the messages are en- 
crypted. If you can see messages in plain text, it is proba- 
bly because the messages are duplicated and transmitted 
in more than one way. Use port 10514 in your tcpdump to 
verify that only TLS messages are captured or reconfig- 
ure/remove other channels from your rsyslog. 

A good observer might have some concerns about 
the security of the use of certificates and keys in the 
rsyslog example. Indeed, it is not secure and not rec- 
ommended to use it. | used this simplified explanation 
because of the impossibility of describing all process 
related to certifications and key creation and signing in 
this small space. 

In a production system, follow these major steps and 
look through GnuTLS and/or rsyslog documentation to 
find examples and detailed explanations: 


¢ Create a directory to be a CA (Certificate Authority). 


It's possible to use a directory in the log server 
¢ Create a private key of CA 
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BSD Certification 


The BSD Certification Group Inc. 
(BSDCG) is a non-profit organization 
committed to creating and 
maintaining a global certification 
standard for system administration 
on BSD based operating systems. 


@) WHAT CERTIFICATIONS ARE AVAILABLE? 


BSDA: Entry-level certification suited for candidates 
with a general Unix background and at least six months of 
experience with BSD systems. 


BSDP: Advanced certification for senior system administrators 
with at least three years of experience on BSD systems. 
Successful BSDP candidates are able to demonstrate 

strong to expert skills in BSD Unix system administration. 


@ WHERE CAN! GET CERTIFIED? 


We’re pleased to announce that after 7 months of 
negotiations and the work required to make the exam 
available in a computer based format, that the BSDA 
exam is now available at several hundred testing centers 
around the world. Paper based BSDA exams cost $75 USD. 
Computer based BSDA exams cost $150 USD. The price of 
the BSDP exams are yet to be determined. 


Payments are made through our registration website: 
https://register.bsdcertification.org//register/payment 


@)_ WHERE CAN I GET MORE INFORMATION? 


More information and links to our mailing lists, LinkedIn 
groups, and Facebook group are available at our website: 
http://www.bsdcertification.org 


Registration for upcoming exam events is available at our 
registration website: 
https://register.bsdcertification.org//register/get-a-bsdcg-id 
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¢ Create a private key of CA of log server 

¢ Create a request certificate of log server using pri- 
vate key 

¢ Sign the request, generating log server certificate 


And for each client that will communicate: 


¢ Create a private key of CA of client 
¢ Create a request certificate of client using private key 
¢ Sign the request, generating client certificate 


When you follow the above steps, It’s recommended to 
change some configurations from our example. 

lf you intend to accept messages only from clients with 
certificate, you need to change sinputTcPServerStreamDr 
iverAuthMode anon to $InputTCPServerStreamDriverAuthM 
ode x509/name. 

Atclient side, it's necessary to include sbefault Netstream 
DriverCertFile and 
pointing to specific files and to ensure that the log 
server has a certificate, it's necessary to change 
SActionSendStreamDriverAuthMode anon tO $ActionSendst 


SDefaultNetstreamDriverKeyFile 


reamDriverAuthMode x509/name. 

Finally, we have secure communication between log 
server and clients. The use of certificates on the client 
side is additional work, but the effort is valuable in order to 
achieve the best level of security. 


Improving your log server 

In this article, we explored some ideas, configurations and 
features to create a modern log server. With some other fea- 
tures, rsyslog can be improved and become a modern log 
server. Some ideas supported by rsyslog or some additional 
software that | recommend to research and implement are: 


¢ High Availability of log servers, supported by rsyslog 
itself 


¢ Log separation by source (or another field), also sup- 
ported by rsyslog 

¢ Log correlation with additional software like ossec 
or sec 

¢ Reading of any plain file with rsyslog imfile 

¢ Database storage and frontend like phplogcon 
or phpsyslog-ng 

¢ Log server relay to remote networks 

e Filters and regular expressions based on any mes- 
sage field 

¢ EventLog to syslog with additional software 

¢ History to Syslog in bash (bourn again shell) 

¢ Centralized network monitoring from logs in log serv- 
er (security monitoring and infrastructure monitoring) 


| hope that this article has contributed to a better un- 
derstanding of logs, syslog and rsyslog. Syslog soft- 
ware and protocol can be used not only by security pro- 
fessionals, but also by infrastructure people and even in 
high level applications. Create your own log server if you 
dont have one yet, and implement security. When nec- 
essary, use one log server instead of logs spread among 
multiple servers, in this way your environment will be 
more secure. 


Leonardo Neves Bernardo got started with Unix in 1996 when 


considered this operating system more interesting than any other. 
For more than fifteen years he worked with several IT area and now 
he is more focused with IT security area. Leonardo is LPIC-3, LPIC-302 
and LPIC-303 certified and hold a Bachelor’s degree in Computer 
Science from Universidade Federal de Santa Catarina, Florianopolis, 
Santa Catarina Brazil as well as RHCT and ITILv3 Foundation 
certifications. Visit his linkedin profile at: www.linkedin.com/profile/ 
view?id=24995684. 


Listing 5. GnuTLS configuration of client side 


# certificate files -— just CA for a client 


# 


# set up the action 


SDefaultNetstreamDriverCAFile /etc/rsyslog/certs/ca.pem 


SDefaultNetstreamDriver gtls # use gtls netstream driver 
SActionSendStreamDriverMode 1 # require TLS for the connection 
SActionSendStreamDriverAuthMode anon # server is NOT authenticated 


authpriv.* @@(0o)logserver.localdomain:10514 # send (all) messages 
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76; Dr. WEB° The ERA of harmony and security 


since 1992 | ga = 
New Dr.Web! version 10 
= Brand new user interface 
= Configuration as simple as ABC 
= Honest protection against real threats 
Comprehensive protection for Windows Basic protection for Windows, 
Anti-virus for Mac OS X and Linux Mac OS X and Linux 


Protection 
for any and 
all devices+ 


Home 
and office 


New 
purchase 
and renewal 


* PC, Mac and mobile devices running 
05 supported by Dr.Web. 


Protection for mobile 
devices — for free! 


© Doctor Web Ltd. 
2003 — 2015 


Doctor Web is the Russian developer of Dr'Web anti-virus software. DrWeb anti-virus software has been developed since 1992. Doctor Web is 
one of the few anti-virus vendors in the world to have its own technologies to detect and cure malware. Dr.Web anti-virus software allows IT 
environments to effectively withstand any threats, even those not yet known. 
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Raspberry Pi Hacking 


The Raspberry Pi is a credit-card sized computer that plugs 
into your TV and a keyboard. It’s a capable little PC which 
can be used for many of the things that your desktop PC 
does, like spreadsheets, word-processing and games. It also 
plays high-definition video. We want to see it being used by 
kids all over the world to learn programming. 


Disclaimer 

Follow this guide at your own risk. | take/accept no re- 
sponsibility for any outcome from anything you attempt 
to do within this guide. Everything is in a “works for me” 
state. ;) 


What are the dimensions? 

The Raspberry Pi measures 85.60mm x 53.98mm x 
17mm, with a little overlap for the SD card and connectors 
which project over the edges. It weighs 45g (Figure 1). 


SD CARD 


POWER 
a 


Paul Beech @guru 


Figure 1. Raspberry Pi Hardware Layout 
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Raspberry Pi Specs - Model B 

Processor / Chipset: Broadcom 700 MHz 

RAM: Installed Size 256 MB 

Graphics Controller: VideoCore IV 

Operating System / Software OS Provided: Debian Linux 


Tweaking Raspberry Pi’s Performance 

Initially, | was not planning on covering much hacking of 
the Pi itself, but it seems that overclocking the Pi, and 
some OS modifications, can greatly enhance the perfor- 
mance of the Pi. All of the changes to the Pi here will be 
software based changes, but be forewarned that mess- 
ing with CPU settings can result in the death of a Pi if not 
done properly. Everything in this guide has been tested by 
me, and confirmed to be working on my Pi. 

Performing some of these tweaks or modifications can 
allow you to see a performance boost of up to 25%. Mul- 
tiple tips have been cropping up online from cutting down 
on RAM usage, to tuning the SD card or hacking some 
bits in the CPU. 


RAM Usage 
By simply removing unneeded services and disabling 
daemons, you can greatly increase performance. 


Modifying Startup Services 
You will first need to install sysv-rcocnf onto your Pi before 
you begin. Do so by issuing the following command: sudo 


apt-get. install sysv-re-cont. 
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Once this has been installed, you can begin disabling 
unneeded services by issuing the following command: 


sudo Sysv-re-cont, 
Le Gamba; mrs: etc. % 


Most services are safe to disable for normal operation of 
the Pi. If you know you will not be accessing any Win- 
dows file shares, samba is safe to disable, same goes 
for NFS with Linux/Unix shares. If you do not know what 
it is, it's best to leave it alone. Once you are done you 
will be required to run the following command to com- 
plete the configuration: dpkg-reconfigure innserv. 


Inittab Modifications 

By default, the Pi will spawn 6 terminals available for use 
once the Pi boots up. The average user does not need 
more than one or two at most. We can save some resourc- 
es by limiting the amount of terminals spawned down from 
6 to 2. To do so, edit the /etc/inittab file by issuing the 
following command: vi /etc/inittab. Once the file has 
been opened, look for lines matching the following (line 
51): Table 1. Once the above changes have been made, 
you can now save and exit the editor. 


Disabling console access 

Depending how you use your Pi, you can save more re- 
sources by disabling console access if you are sure you 
will not need it. This is useful in cases where you are us- 
ing your Pi as a Raspbmc media center or something. To 
disable the console, you will need to edit the file: /boot/ 
emdline .<txt. 

Remove the following line and save the file: 


console=ttyAMA0,115200 kgdboc=ttyAMAO, 115200 


Enabling DASH 
Using dash as the system shell will improve the system's 
overall performance. Configure dash by issuing the fol- 
lowing command: dpkg-reconfigure dash. 

When prompted to use dash as the default system shell, 
select: <yves>. 


Table 1. /etc/inittab changes 


House Keeping 

After time, the Pi will get full of old update archives, etc., 
or maybe even unused software still left lingering around. 
To keep things tidy around the Pi, issue the following com- 
mands every once in awhile: 


sudo apt-get autoremove 


sudo apt-get autoclean 


Removing Gnome 

lf you never plan on using gnome or maybe you are using 
your Pi as a Raspbmc media center, you can save some 
more resources by removing: gnome and gvfs. If you are 
sure you will never use the two, you can remove them and 
anything associated with the two by issuing the following 
commands: 


apt-get remove gnome 
apt-get remove gvfs 


apt-get. autoremove 


Disk Tuning 

Since the Raspberry Pi uses the SDcard for every- 
thing, the read and write performance will drop. Have no 
fear,though, as there are a few things we can do to mini- 
mize the hidden I/O, thus increasing performance of the 
SDcard. The good thing about these improvements is that 
most of them are not based on modifying the kernel in 
any way. 


Tweaking Syslog 
The first step we can take to improve the performance on 
the SDcard is to minimize the logging and remove unnec- 
essary logs. Edit the syslog file by issuing the following 
command: vi /etc/rsyslog.conf. 

To disable a service from logging, you can put ‘#’ in front 
of the line. 

Once you have disabled the unnecessary log files, you 
can then restart syslog by issuing the command: sudo / 
etc/init.d/rsyslog restart. 


BEFORE AFTER 


1:2345:respawn:/sbin/getty 38400 tty1 
2:23:respawn:/sbin/getty 38400 tty2 
3:23:respawn:/sbin/getty 38400 tty3 
4:23:respawn:/sbin/getty 38400 tty4 
5:23:respawn:/sbin/getty 38400 tty5 
6:23:respawn:/sbin/getty 38400 tty6 
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1:2345:respawn:/sbin/getty 38400 tty1 
2:23:respawn:/sbin/getty 38400 tty2 
#3:23:respawn:/sbin/getty 38400 tty3 
#4:23:respawn:/sbin/getty 38400 tty4 
#5:23:respawn:/sbin/getty 38400 tty5 
#6:23:respawn:/sbin/getty 38400 tty6 
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Creating partitions aligned with Flash Block 
Before creating this partition, you will need to find the 
erase block size of your SDcard. Most SDcards have a 
size of 728k, but you should double check your card be- 
fore proceeding. 

Finding out the size is simple using the python script 
(Listing 1). 


Listing 1. Python script to format SDCard 


#!/usr/bin/env python 

import SYS 

def UnStutr (x, Start, Sige): 
return (xX >> start) & (2**size - 1) 


def main(name, args): 


if len(args) != 1: 
print “Syntax: %S <card>” % (name, ) 
print “Example: ts mmcblk0” % (name, ) 
return 100 

card = args[0] 

dev = “/sys/class/block/%s/device/csd” % 
(card, —) 
csd = int(file(dev).read(), 16) 
WEeLce DlLock Sige = 2°" Unaturr (cad, 22,4) 


erase block Siz¢ = 
ei 7e* (inecurT (eed,29,7) +1) 


print “Erase block size of %s is %d bytes.” &% 


WreLce DlLock.. 


(Card, erase block size) 


Sys .eR1t (main (Sys.earoqy(0], Sye.arov (1: ))) 


Formatting partitions with journaling 

turned off 

Journaling ensures the integrity of the filesystem by keep- 
ing a log of the ongoing disk changes. 

However, it is known to have a small overhead. Some 
people with special requirements and workloads can run 
without a journal and its integrity advantages. In Ext4 the 
journaling feature can be disabled, which provides a small 
performance improvement. 


WARNING 
Make sure all of the data on the SDcard has been backed 


up before attempting this. DATA LOSS will occur! 


To disable journaling on the SDcard, issue the following 
command: 


mkfs.ext4 -O “has journal -L PiBoot /dev/mmcb1k0p1 
fsck.ext4 -f /dev/mmcblk0pl1 


BSD 


MAGAZINE 


28 


Tweaking Disk Scheduler 

To further tweak the disk performance, there are a few 
more things that can be disabled. The first thing you can 
do is to tell disk scheduler to enable the deadline |/O 
scheduler. 

The Deadline scheduler excels at attempting to reduce 
the latency of any given single I/O for real-time like envi- 
ronments, which makes it perfect for the Pi. 

To enable the deadline |/O scheduler, you will need to 
modify the /boot/cmdline.txt file. 


sudo vi /boot/ emdlaine, Txt 


Change the file to match the following, by adding 


elevator=deadline. 


dwc_otg.lpm_enable=0 root=/dev/mmcb1k0p3 rootfs 


type=ext4 elevator=deadline rootwait quiet 


You can also increase disk performance by disabling Ac- 
cess Time for files and directories. 

You can do so by editing the /boot/cmdline.txt file and 
editing the root flags= option to match the following: 


rootflags=data=writeback, commit=120 


This can also be enabled permanently with a kernel re- 
build, but for simplicity sake of the guide we are using 
the command line method for enabling these options. 


CPU - Over Clocking 
Unless you truly understand what you are doing, safely 
skip this section... 


Use This Tweak At Your Own Risk 

The CPU on the Pi is quite simple to overclock, you can eas- 
ily get a 15% performance increase without even over volt- 
ing the CPU. Since you are not applying any additional volt- 
age to the CPU, fans or heatsinks should not be required. 


Use This Tweak At Your Own Risk 

By default the Raspberry Pi comes with the arm freq set 
at soo. If you wish to improve performance just a bit and 
hang out on the safe side, configure your /boot/config. 
txt file to match the following: 


WARNING 

While these settings have been tested on my Pi, your 
mileage may vary, use at your own risk. Modification of 
these settings will greatly increase the risk of causing 
damage to your Pi. 
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/boot/config.txt - Safe /boot/config.txt — Not So 
Bet 
2 Safe Bet 


arm  freq=900 arm freq=1000 

GPU... EEeG=250 Core  freq=500 

sdram Ereq=—500 sdram  freq=500 
over voltage=6 


**If you are paranoid, use a fan 
with this config** 


Hacking stuff with the Pi 

While there is already an extensive list of documentation 
and guides for getting up and running with your Pi, there 
have not been many for how to extend the use of your Pi 
or how to use your Pi for hacking other things or projects 
you may have in mind. In this document, we will be mainly 
focusing on the GPIO pins of the Raspberry Pi. 

The GPIO pins that can be found available on the PCB 
of the Pi will allow you to interface with external applica- 
tions via headers on the side of the board. These GPIO 
pins are very useful for controlling things like LEDS, Mo- 
tors or reading from switches. 

See Figure 2 of the Pi, the 26 GPIO pins have been 
highlighted on the bottom right corner. 
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Figure 2. Raspberry Pi — Pin! indicated with a red circle 


IMPORTANT 

Make sure to take note of P17, which has been circled in red 
below. It is important to know which way the pins are asso- 
ciated on the board as compared to the diagram provided. 


GPIO Introduction 
What is GPIO? 


General Purpose Input/Output (a.k.a. GPIO) is a generic 
pin on a chip whose behavior (including whether it is an in- 
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put or output pin) can be controlled (programmed) through 
software. 

The Raspberry Pi allows peripherals and expansion 
boards (such as the upcoming Rpi Gertboard) to access 
the CPU by exposing the inputs and outputs. 

The production Raspberry Pi board has a 26-pin 
2.04 mm (100 mil) expansion header, marked as P71, ar- 
ranged in a 2x13 strip. They provide 8 GPIO pins plus ac- 
cess to I?C, SPI, UART, as well as +3.3 V, +5 V and GND 
supply lines. Pin one is the pin in the first column and on 
the bottom row. 

For a complete list of all available pins, see http://elinux. 
org/RPi_BCM2835_GPI!Os. 


Raspberry Pi GPIO 
The Raspberry Pi has a General Purpose Input/Output 
(GPIO) connector and this carries a set of signals and 
buses. There are 8 general purpose digital I/O pins — 
these can be programmed as either digital outputs or in- 
puts. One of these pins can be designated for PWM out- 
put too. Additionally there is a 2-wire |I2C interface and 
a 4-wire SPI interface (with a 2nd select line, making it 
5 pins in total) and the serial UART with a further 2 pins. 
The I2C and SPI interfaces can also be used as general 
purpose I/O pins when not being used in their bus modes, 
and the UART pins can also be used if you reboot with the 
serial console disabled, giving a grand total of 8+2+5+ 
2 = 17 I/O pins (Figure 3). 
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Figure 3. Close up of the GPIO header 


The GPIO header contains 2 rows of pins, with 13 pins 
on each row as shown above. 


Pin Diagram - Names & Alt 0 Functions 

Out of the 26 pins that are provided by the GPIO header, 
17 pins can be used as inputs or outputs to external 
applications. In a Pi’s default state, all of the pins have 
been configured as inputs except GPIO pins 14 and 15. 
These pins are initialised as serial data lines /X & RX, 
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these allow you to connect a terminal for logging in. In 
order to use these pins as Input or Output pins, they will 
need to first be re-configured (Table 2). 


Table 2. GP/O Pin Names and Functions 


Pi PinLayout | Pin Names & Alt 0 Functions 


2 (1)P1l = +3.3v (50mA) (2) = +5v 
3 4 (3) = GPIOO (I2C0_ SDA) (4) = (DNC) 
5 6 (5) = GPIOL (2400 _ SCh) (6) = Ground (Ov) 
1 8 (7) = GPIO4 (8) = GPIO14 (UARTO TxD) 
9 10 (9) = (DNC) (10) = GPIO15 (UARTO _ RxD) 
11 12 (11) = GPIO17 (12) = GPIO18 
13 14 (13) = GPIO21 (PCM _ DIN) (14) = (DNC) 
15 16 (15) = GPIO22 (16) = GPIO23 
17 18 (17) = (DNC) (18) = GPIO24 
19 20 (19) = GPIO10 (SPIO MOSI) (20) = (DNC) 
21 22 (21) = GPIO9 (SPIO MISO) (22) = GPIO25 
23 24 (23) = GPIO11 (SPIO SCLK) (24) = GPIO8 (SPIO CEO) 
25 26 (25) = (DNC) (26) = GPIO7 (SPIO CE1) 
[ Legend ] 
+5 Volt 
3.3 Volt 
Ground, OV 
DNC — Do not connect 
UART 
GPIO 
oP. 
Hardware Notes Notes 


PIN 2 —- Supply through input poly GPIO 14 - Boot to Alt 0 -> 
fuse 


GPIO 0 —- 1k8 pull up resistor GPIO 15 — Boot to Alt 0 -> 
GPIO 1 — 1k8 pull up resistor GPIO 4 —- GPCLKO 


When starting out, ALWAYS make sure to locate P7 first. 
This will make locating the pins in proper order much 
easier. Pin 7 will provide 3.3v (50ma) MAX. 

Starting at P7 or Pin 7, you should be able to figure out 
the other pins. 


Other Alternative Functions 


GPIO 15 — ALT5 = UART1_RXD 
GPIO 23 —- ALT3 = SD1_CMD 
ALT4 = ARM_RTCK 

GPIO 25 — ALT4 = ARM_TCK 


GPIO 1 — 12C0O_SCL 


GPIO 21 — ALT5 = GPCLK1 
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¢ Pin 3 (SDAO) and Pin 5 (SCLO) are preset to be used 
as an |?C interface. So there are 1.8 kilohm pull up 
resistors on the board for these pins. 

¢ Pin 12 supports PWM. 

¢ It is possible to reconfigure GPIO connector pins P71- 
7, 15, 16, 18, 22 (chipset GPIOs 4 and 22 to 25) to 
provide an ARM JTAG interface. However ARM_TMS 
isn't available on the GPIO connector (chipset pin 12 
or 27 is needed). Chipset pin 27 is available on S95, 
the CSI camera interface, however. 


WARNING 
Make sure that you are looking at the pins the correct way. 
Failure to do so could result in a dead Pi! 

The Raspberry Pi is a 3.3 volt device. Do not attempt to 
connect to any 5V logic application. Failure to adhere to 
this can result in a dead Pi! 


Example Pi Pin Diagram 

Hint: Even numbered pins are on the inner side of the Pi, 
while the odd number pins reside on the outer side of the 
Pi (Figure 4). 
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Figure 4. GP/O PIN Layout 


Power Pins 

The GPIO header provides a 5V source on Pin 2 and 3.3V 
on Pin 1. The 3.3V supply on Pin 7 is limited to a maxi- 
mum draw of 50mA. The 5V supply on Pin 2 will draw cur- 
rent directly from the microUSB supply, whatever is left 
over from the board can be used via this pin. Using a 7A 
power supply, 300mA can be used once the board has 
drawn its required 700mMA. 

Model A: 1000 mA - 500 mA -> max current draw: 500 mA 
Model B: 1000 mA - 700 mA -> max current draw: 300 mA 


Warning 
Be very careful with the 5V pin. 

If you short it to any other P1 pin you may permanently 
damage your Pi. 


Pro Tip: Strip a short piece of insulation from another 
wire and push it over the 5V pin so you dont accidentally 
touch it with a probe. 

The maximum you can draw from the power pin is be- 
tween: 150-250mA and again this all depends on what 
you have currently running, this could be much less. See 
the link below for more information: htto://nathan.chant- 
rell.net/2012061 O/raspberry-pi-and-i2c-devices-of-differ- 
ent-voltage#fSfuse. 


Protecting your pins and your Pi 
Before you go connecting stuff up and playing around, 
make sure you know what you are doing! 

Almost all of the GPIO pins located on the header go di- 
rectly into the Broadcom chip. 

A simple short circuit or mistake in wiring can result in 
the quick death of your Pi. 


GPIO - Interaction 
Having your way with the Pi's pins... 


WiringPi 
WiringPi is a Wiring library written in C and should be us- 
able from C++ and many other languages with suitable 
wrappers. 

lf you have ever used an Arduino before, you will Know 
they are composed of two things. One is the hardware 
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platform, and the other is the software platform. Part of 
the software side of things is a tool called Wiring. Wiring 
is the core of the input and output for the Arduino system. 


Pin numbering 

WiringPi supports both an Arduino style pin number- 
ing scheme which numbers the pins sequentially from 
O through 16, as well as the Raspberry Pi’s native BCM 
GPIO pin numbering scheme. 


Downloading WiringPi 
https://projects. drogon.net/raspberry-pi/wiringpi/down- 
load-and-install/, 


Special Pin Functions 

WiringPi defines 17 pins, but some of them and the func- 
tions we can use may potentially cause problems with oth- 
er parts of the Raspberry Pi Linux system. 


¢ Pins 0 through 7 (GPIO 17, 18, 21, 22, 23, 24, 25, 4 
respectively): These are safe to use at any time and 
can be set to input or output with or without the inter- 
nal pull up or pull down resistors enabled. 

¢ PWM: You can change the function of pin 1 (GPIO 
18) to be PWM output, however, if you are current- 
ly playing music or using the audio system via the 
3.5mm jack socket, then you'll find one channel of 
audio PWM coming through the pin! If you are not 
using the audio at all (or the audio is going via the 
HDMI cable), then this pin is free to be used in 
PWM mode. 

¢ Pins 8 and 9 (GPIO O and 1): These are the |I2C 
pins. You may use them for digital 1O if you are not 
using any I2C drivers which use these pins, howev- 
er, note that they have on-board 1k8 resistors pulling 
the signals to the 3v3 supply. This feature does make 
them handy for switch inputs where the switch simply 
shorts the pin to ground without having to enable the 
internal pull up resistors 

¢ Pins 10, 11, 12, 13 and 14 (GPIO 8, 7, 10, 9 and 11 re- 
spectively): These are used for the SPI interface. Like 
the I2C interface, if you are not using it, then you can 
freely use them for your own purposes. Unlike I2C, 
these pins do not have any external pull up (or pull 
down) resistors. 

¢ Pins 15 and 16 (GPIO 14 and 15): These are used by 
the UART for Tx and Rx respectively. If you want to 
use these pins as general purpose I/O pins then you 
need to make sure that you reboot your Pi with the 
serial console disabled. See the file /boot/cmdline. 
txt and edit it appropriately. 
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Programming Libraries 
Controlling the GPIO pins using libraries from various pro- 
gramming languages. 


Python Library 
RPi.GPIO Python library — http://pypi.python.org/pypi/RPi. 
GPIO. See Listing 2 for example. 


Listing 2. Python 


import RPi.GPIO as GPIO 

# Set up the GPIO channels - one input and one 
CucpUL 

GPIO.setup(ll, GPLO.IN) 

GPI1O,setup (lz, GP1IO.OUT) 

# Input from pin 11 

Loput value = GPlO.ianpur (11) 

* DUGoUE GO pin 12 

oe li lice Cle, 

# The same script as above but using BCM GPIO 


True) 


00..nn numbers 
GPIO.setmode (GPIO.BCM) 
GPLO.secup (Ly, GPlO.IN) 
GPIO.setup(18, GPIO.OUT) 
Loe: valine = GrlO.inpul (Lh?) 
GF LO. oltpue (18, Tria) 
Java Library 
RPi-GPIO-Java — http://code.google.com/p/rpi-gpio-java/. 
See Listing 3 for example. 


Listing 3. Java 


public statie void main (String|| erqs) 7 


GpioGateway gpio = new GpiocGatewaylmpl (); 


//set up the GPIO channels 


One OULPUL 


- one input and 


gp10.Se up (Boardpin< FINI GPigl?, Direction. 
IN); 

GplLo.setup (Boardpin.PiINi2 GPiole, Direction. 
out} 


Jf Anput from pin ti 
boolean 1npur. value = 9p10.9etValue(Boardpin. 


PIN11 GPIO17); 


jf O@epuc GO pin 22 
dplo.set value (boardpin.PINl2 GPlOle; true)? 
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Listing 4. C 


jf Dine Cc 

to 

// Example program for beom2835 library 

// Blinks a pin on and off every 0.5 secs 

// 

f/ After anstealling bomzZ635, you can build this 
// with something like: 

i? Goo =O. plank Disnk.c =1 Den7e 55 

#7? S000 4/DL1iak 

oe 

// Or you can test it before installing with: 


it GOO FO BISA HL 2 4F ad / SIC 2 af caf SPCP OO 
PITA ise 

j// sudo ./biink 

i 7 


// Author: Mike McCauley (mikem@open.com.au) 

// Copyright (C) 2011 Mike McCauley 

J? SIG? RE2Z2Z20;,7 2621 2012705720 O01 251725 mikem 
Exp 2 


Finclide <bcem7335.h> 


// Blinks on RPi pin GPIO 11 
#define PIN RPI GPIO Pl 11 


Int Main (init arqe, 


{ 


char ~*argy) 


#7? ££ You cali thas, 
access the GPIO 
// Use for testing 
ree bem2535_ set debug (i); 


it will not ectually 


af (DCM 825 -2na()) 


return 1; 


// Set the pin to be an output 
bemzoso 9p1o-feel (PIN, -BCM2035-GPlO Pomk: _ 
OUTE) 3 


id Blank 
while (1) 
{ 
ff Tarn 10 on 
bene 3) Gpic. Write (PIN, BiGa); 


Jf Wait @ Dit 
delay (500); 


ff ©GtH TE Off 


BSD |:: 


MAGAZINE 


SECURITY 


bemzeso Gple Write (PIN, LOW); 


// wait a bit 
delay (500); 
} 


return 0; 


Listing 5. Perl 


use Device: :BCM2835; 


use Strict: 


7 Call seC. depug(l) to Go a mon-cestructive tese 

on non-RPi hardware 
PUCVLCe? SECM 203522660. debug (i) >; 
Device AB M2230. 2401) 


|| dre “Could not 1nat library”; 


# Blink pin 11: 
# Set RPi pin 11 to be an output 
BOM 2 @. 3 3 oo. 1 oe. 
Teel (cDevi Ce: tBCM2e35::RPl GPi0 Pl 11, 
SPevice:: BUNZ535 27 BCM2e35 .. 
GPIO FSEL OUTP); 


Lye ya es 


Le On 
Device: + BOMZG295 7gp10_ 
WELLS (6 DeViCe? -BCMee so. RPL. 
GPO Fa i, ay; 
Device: :BCM2835::delay(500); 
Le Orr 


# Milliseconds 

# Turn 

Device: BOM Jo? tGp10.. 

WELLS (SUeviee tT eClMe2e so tke. 
Ser Fi Jy )4 


Device: :BCM2835::delay(500); # Milliseconds 


C 
Using the bcm2835 Library http:/Wwww.open.com.au/ 
mikem/bcm2835. See Listing 4 for example. 


Perl 
Using the bcm2835 library and Device: :BCM2835 module 
from CPAN._§ htto:/Awww.open.com.au/mikem/bcm2835. 
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http://search.cpan.org/~mikem/Device-BCM2835-1.O0/lib/ 
Device/BCM2835.pm. See Listing 5 for example. 


C# 
RaspberryPiDotNet library — httpos:/github.com/cypher- 
key/RaspberryPi.Net/. See Listing 6 for example. 


Listing 6. C# 


using System; 

using System.Collections.Generic; 
using System.Ling; 

using System. Text; 

using RaspberryPiDotNet; 


using System. Threading; 


namespace RaspPi 


{ 


class Program 


{ 


Static vod. Marin (string || 


{ 


args) 


// Access the GPIO pin using a stat- 
ic method 
GPIOFile.Write(GPIO.GPIOPins.GPIOOO, 


true) ; 


// Create a new GPIO object 

GPIOMem gpio = new GPIOMem(GPIO.GPI- 
OPins.GPIOO1); 

gpio.Write (false); 


Ruby 
WiringPi Ruby Gem — http://pi.gadgetoid.co.uk/post/015- 
wiringpi-now-with-serial. See Listing 7 for example. 


Listing 7. Ruby 
MY PIN = 1 
require ‘wiringpi’ 

10 = WiringPi::GPIO.new 
1O,mode (MY PIN,OUTPUT) 


1O, Write (MY PIN, HIGH) 
10, 8Sad (My = PIN) 
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Shell Script 
See Listing 8 for example. 


Listing 8. Shell Script 
#!/ 7 bin/sh 
GPIO numbers should be from this list 


- Oy, op 2p Fe Ce G7 20; dig 247 2a, 177 2e, 2iz 
22% Zoiy 24% 29 


+ 


# Note that the GPIO numbers that you program 
here refer to the pins 

# of the BCM2835 and *not* the numbers on the 
pin header. 

# So, if you want to activate GPIO7 on the head- 
er you should be 

# using GPIO4 in this script. Likewise if you 

want to activate GPIOO 


# on the header you should be using GPIOI17 here. 


# Set up GPIO 4 and set to output 
echo “4” > /sys/class/gpio/export 
echo “out” > /sys/class/gpio/gpio4/direction 


# Set up GPIO 7 and set to input 
echna 7" > / sye/ Class/g610/ ex pore 
echo “in” > /sys/class/qp10/qp10//direction 


# Write output 
echo “1” > /sys/class/gpio/gpio4/value 


# Read from input 
cat /sys/class/gpio/gpio7/value 


# Clean up 
echo “4” > /sys/class/gpio/unexport 
echo. “7” > /sys/clase/opi0/ unexpor: 


GPIO - External Applications 


Interfacing With a Teensy Kit 

Teensy Pinout: htto:/Avww.pjrc.com/teensy/pinout.html. 
Logic Level Converter: httos:/www.sparkfun.com/prod- 
ucts/8/745? (Figure 5). 


UART/Serial 

Using a logic level converter you can work with the UART 
/ Serial interface to allow a Pi to communicate with a Teen- 
sy board. The TX from the Teensy should go to the RX on 
the Raspberry Pi, and vice versa. 
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Figure 5. Teensy Kit & Logic Converter 


To connect up the Pi, connect the following GPIOs to 
the corresponding pins on the logic level converter. 


Raspberry Pi to Logic level | Logic level converter to 
converter Teensy 


GPIO 14 (TXD) connects to TXI HV connects to VCC 

GPIO 15 (RXD) connects to GND connects to GND 

RX0O TXO connects to D2 

3v3 Power P1 connects too LV RXI connects to D3 

PIN 6 - Ground connects to Ensure both GND on the Logic 

Ground Level Converter have been 
connected to GND. 


You should be able to purchase a logic level converter 
inexpensively, usually under $3. 


Interfacing with LCD Displays 
Hooking the Pi up to a 2x16 HD44780 compatible LCD via 
GPIO (Figure 6). 


Figure 6. HD4770 compatible display 


Another cool thing to control with your Pi is an LCD 
screen. In this example, | will be using a HD44780 compat- 
ible LCD display. These can be found pretty cheap on ebay 
for a few dollars. Double check the data sheet for your LCD 
as pins may vary from vendor to vendor (Figure 7). 


Wiring things up to the LCD 

Normally a HD44780 LCD would require 8 data lines to 
provide data to bits 0-7. However, you can set this de- 
vice to operate in “4 bit” mode which will then allow you to 
send data in two chunks or 4 bits. This is handy as it re- 
duces the amount of required GPIO connections from the 
Pi, leaving them free for other things. 

The HD44780 LCD will also allow you to control the 
brightness of the LCD by adjusting the voltage flowing 
to VO. The voltage must be between the range of 0 and 
Svolts. In the above example, VO has been connected 
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into ground. Using a potentiometer, you could add an ad- 
justable knob to control the brightness of the LCD screen 
in real time (Figure 8). 


1 Ground 

2 VCC (Usually +5V) 

3 Contrast adjustment (VO) 
4 Register Select (RS). RS=0: 
Command, RS=1: Data 

5 Read/Write (R/W). 

R/W=0: Write, R/W=1: Read 
6 Enable 

7 Bit 0 (Not required in 4-bit 
operation) 

8 Bit 1 (Not required in 4-bit 
operation) 

9 Bit 2 (Not required in 4-bit 
operation) 

10 Bit 3 (Not required in 4-bit 
operation) 

11 Bit 4 

12 Bit 5 

13 Bit 6 

14 Bit 7 

15 LED Backlight Anode (+) 
16 LED Backlight Cathode (-) 


LCD 2x16 (LED backlight) 


1 Connect VSS to Ground 

2 Connect VCC to 5v+ 

3 Connect VO to Ground 
(Contrast) 

4 Connect RS to GPIO7 on pin 26 
5 Connect R/W to Ground. 

6 Connect E to GPIO8 on pin 24. 
7 Connect DB4 to GPIO25 on 
pin 22. 

8 Connect DB5 to GPIO24 on 
pin 18. 

9 Connect DB6 to GPIO23 on 
pin 16. 

10 Connect DB7 to GPIO18 on 
pin 12. 

11 Connect LEDA to 5v+. 

12 Connect LEDK to Ground. 

13 Connect pin 6 to Ground. 

14 Connect pin 2 to 5v+. 


LCD 2x16 (LED backlight) 


Figure 8. LCD Pin out to Raspberry PI pin connections 


NOTE(s) 


¢ pin numbers refer to pins on the Raspberry Pi, 
whereas names refer to the image on the left. 
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¢ LEDA provides 5 volts to the backlight LED of the 
LCD. HD44780 compatible devices should operate 
between 2.2 and 5.5 volts. LEDA can be directly con- 
nected to the 5v source. 

¢ The RW pin allows you to set the LCD in read 
or write mode, for this example we want to send data 
to the LCD, but not allow the LCD to send data back 
to the Pi. The reason for this is that the Pi will not 
take more than 5V of input on the GPIO header. Do- 
ing SO may result in damage to your Pi. Tying the RW 
pin into ground will ensure that the LCD will NOT at- 
tempt to pull the lines over Svolts. 


Once you have everything connected up properly, pow- 
er on and boot up your Pi. If everything was done cor- 
rectly thus far, the LCD screen should now power on and 
show either one or two rows of boxes. These boxes will 
remain until the LCD has been initialized for the first time 
(Figure 9). 


Figure 9. Let there be lights! LCD working.. 


Using Python to control the LCD 
Now that everything looks to be up and running, you can 
now control what is displayed onto the screen. 

Using any of the programming language libraries dis- 
cussed earlier, as an example we will be using some sim- 
ple Python code with the RPi. GPIO library. Since we will 
be accessing the GPIO interface, you will need to run Py- 
thon as root when running the code. 

| am not the author of this code, | just hacked it up a bit 
to better fit the document. The original code was written 
by: Matt Hawkins (Listing 9). 
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Listing 9. Python script to control the LCD via GPIO 
# Initialize display 


Led byte (0x33, LCD CMD 
led byte (Ux32, LCD -CMD 
import RPi.GPIO as GPIO led byte (0x28, LCD CMD 
import time led byte (0x0C,LCD CMD 
( 
( 


#!/usr/bin/python 


) 
) 
) 
) 
led byte (0x06, LCD CMD) 
# Define GPIO to LCD mapping leo. byte (04x01; DCD CMD) 
LCD RS = 7 
LCD D4 = 25 # Send string to display 
LCD..DS = 24 message = Message. Just (LCD Wipin,” ™) 
LCD D6 = 23 
LCD D7 = 18 


+ Define Some device constants 


foe 1. aly Pange (UCD WIDin) s 
Lod byte (ord (message [1)]),LCD CHR) 
LOD WIDTH = 26 # Maximum characters per line def lcd byte(bits, mode): 
Lo Cok = Tipe GELO.OucpUL (LCD Ro; mode) # RS 
LCD CMD = False # High bits 


LCD DINE 1. = 0460 % LCD RAM accress for fhe ist GPIO.curpul(liCD D4, bales) 
line GP1O.ouLpUL (LCD Do, Falee) 
LGD LINE 2 > UxCl @ BCD RAM a00ress tor the 2nd GPIO.oucpuL (LCD Do, False) 
line GPlO.ourpuc (LCD Dy, False) 


# Timing constants 

E PULSE = 0.00005 

E DELAY = 0.00005 

def main(): 
# Main program block 
GPIO.setmode (GPIO.BCM) 


numbers 


# Use BCM GPIO 


if bitsé0xl0==0x10: 
GPIO. output (LCD Ua, Trucs) 
$f Di1tSec0x70==0x20: 
GPIO.OuUtpUuL (GCD D5, Tris) 
if bits&0x40==0x40: 
GPIO.oucpuc (LCD D6, True) 
if bitsé0xe0==0xc0: 


GPIO.seLup (LCD EF, GPlO.OUT) ¢ & GelOsoucpur (LCD D7, Truc) 
GPIO.setup(LCD RS, GPIO.OUT) #¢ RS # Toggle ‘Enable’ pin 
GPIO.setup(LCD D4, GPIO.OUT) # DB4 time.sleep(E DELAY) 

GPIO. Setup (LCh.0a,-CPlO.0Ul). # DBS GPIO.oucpuc(hCD By, True) 
GPIO,.se tup (UCD -D6,. GPIO.OUT) # .DB6 bine. sleep (fh PULSE) 

CFIC veecip (NCD DT, GEIOeCUl): 4 2a7 GPIO output (LCD_E, False) 


# Initialise display 

Lea An () 

# Send some test 

lcd byte (LCD LINE 1, LCD CMD) 
led @erang (“Rasoperry 21") 
led byte (LCD LINE 2, LCD CMD) 
Lod String (Mocs! 2) 


time.sleep(3) # 3 second delay 


# Send some text 

led byte (LCD LINE 1, LCD CMD) 
Lod SLring (meg knoe) 

led byte (LCD LINE 2, LCD CMD) 
ied. Biri (AR Pane} 
time.sleep (20) 


def lcd init(): 
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time. sleeo(h DELAY} 
Low bits 
GEITO.OutpUur (LCD D4, False 
GPIlO!.CuUcpuL (LCD: DS,. False 
GPIO.oucpurt (LCD D6, False 
GPIO.output (Lt Dy, Fales 
4% Dit scUx0l==—0x01: 
GPIO.cutput (LCD Da, True) 
if bits&0x02==0x02: 
GPIO. output (CD D5, True) 
if bits&0x04==0x04: 
GPLO.output (LCD D6, Trus) 
if bits&0x08==0x08: 
GPIO.OutpuUL (LCD DD), Trus) 


) 
) 
) 
) 


# Toggle ‘Enable’ pin 
timne.sleeo (2 DELAY} 
GPIO.OuLpuL (LCD EB, True) 
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time.sleep(E. PULSE) 
GPIO.output (LCD E, 
time.sleep(E DELAY) 


if name == *- Weary *% 


False) 


main () 


lf you get an error like “RPi.GPIO.SetupException: No 
access to /dev/mem. Make sure you are running Python 
as root: sudo python testlcd.py. 

lf everything went well, you should first see “Raspberry 
Pi Model B” appear, shortly after “magikhOe, DARPAnet’ 
should appear (Figure 10). 


Figure 10. Testing out the LCD with text 


Common issues | have run into... 

Only see squares across the LCD: Double check all of 
your connections are going to the right place, and ensure 
good connectivity with the LCD. 

Weird characters appearing: Check the connectivity on 
the LCD. 


MCP23017 12C I/O Expander 

Not enough GPIO pins for you, well not a problem if you 
have a 16bit MCP23017 I2C I/O Expander kicking around. 
This will also work with the 8bit model, MCP23008. They 
both also come in a DIP form, so using them to build your 
own expansion board for the Pi should be fairly simple. If 
not, they are simple enough to use on any breadboard as 
well. The data sheet for the 16bit version of the MCP2301 7 
I2C I/O Expander can be found here: http:/ww1.micro- 
chip.com/downloads/en/DeviceDoc/21952b. pdf. 

The 76bit version of the MCP23017 chip has 28 pins 
that will give you a total of 16 pins that can be used. These 
pins can be used as either inputs or outputs. Up to 8 of 
these pins can be used on 1 |2C bus, thus giving you a 
lot more I/O than the Pi has built in. The best thing about 
this chip is that you can reduce the risk of damaging your 
Pi since each pin has a maximum of 25mA for input or 
output. The expander can also be placed away from the 
Pi itself, and connecting up using only 4 wires. If space is 
a concern, go with the 8bit MCP23008 model. 


Required drivers and software 
Before you will be able to control the expander, you will 
require some drivers and tools first. Keep in mind that the 
work being done on the I2C drivers are still in pretty early 
stages. Your Pi will need to be running a kernel with the 
bitbanging driver, or have the driver available for the ker- 
nel you are currently running. 

After verifying you have a kernel with the bitbanging 
driver enabled, you will need to install the /2c-too/s pack- 
age by issuing the following command: 


Sudo ept=Gel install azZe-tools 
The i2c-tools package will give us the ability to scan the 


I2C bus and send values to I2C addresses and registers 
using command line tools. 


[pnio-vss = Ground 


PIN 13 —-SDA PIN 3-1I2C0O_ SDA 
PIN 18 PIN 2 — Vcc 5v+ 


Figure 11. MCP23017 
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Connecting the expander to the Pi I2cset examples 
Now that you have verified all the proper software is in 
place, you can now wire the expander into the Pi. USing = set all of bank A to be outputs: i2cset -y 0 0x20 0x00 


the chart below connect up the pins from the MCP23017 0x00 
to the pins on your Pi accordingly (Figure 11). Set GPAO as on: i2cset -y 0 0x20 0x12 0x01 
Set GPAO as off: i2cset -y 0 0x20 0x12 0x00 
Notes i2cset command format: i2cset i2-cbus i2c-address i2c- 
PIN 9: This can be connected to the Pi’s 5v source, or any register value 


external source up to 5.5volts. 
PINS 15(A0), 16(A1), 17(A2): Setting these pins to Raspberry Pi Resources 
ground selects the 12C address as 0x20, other combina- 


tions can set a different address. See data sheet. ¢ Raspberry Pi for beginners — Unofficial YouTube 
PIN 18: Setting this pin to Vcc turns the expander on. Channel: http:/www.youtube.com/user/RaspberryPi- 
Beginners 
Testing the Pi and Expander communication ¢ Hardware lesson with Gert: make your own rib- 
Once everything has been connected and verified. You bon cable connector: http:/www.raspberrypi.org/ar- 
can now test your Piss communication with the expander chives/1404 
you have just connected. ¢ Raspberry Pi — How to use the GPIO #23: http:// 
www.youtube.com/watch?v=q_NvDTZlaS4 
I2cdetect -y 0 ¢ Raspberry Pi Quick Start Guide: htto:/www.raspber- 


ryp!.org/quick-start-guide 
If everything is happy, you should see an ASCII repre- « Raspberry Pi Wiki: htto:/elinux.org/RaspberryP- 


sentation of a table with 20 in the first column on the row iBoard 

marked 20. This will show that there is something there * SSH Phone Home: Using the Raspberry Pi as 

with an I2C address of 0x20. As we expect. a proxy/pivot (Shovel a Shell): hAtto:/www.iron- 
geek.com/i.php?page=security/raspberry-pi- 

Controlling the MCP23017 recipes#SSH_Phone_Home:_Using_the_Raspber- 

As you read in the data sheet for the MCP23017, the I/O ry_Pi_as_a_proxy/pivot_(Shovel_a_ Shell) 

pins are laid out in 2 banks, A and B, and each bank is’ ¢« Raspberry-PWN: _ https://github.com/pwnieexpress/ 

controlled together. In order to set a pin as an input or out- Raspberry-Pwn 

put, you will need to send a hex value to the correct reg- ° Raspberry Pi Kernel: http:/www.bootc.net/projects/ 

ister. You can find this in Table 1.4 of the datasheet linked raspberry-pi-kernel/ 

above. [ODIRA (0x00) will set the input/output state for «* Display Interface Specifications: http:/www.mipi.org/ 

bank A and /ODIRB (0x01) for bank B. In order to change specifications/display-interface 

a pin to be an input, you need to set each of the 8bits to * Camera Interface Specifications: http:/www.mipi.org/ 

1. To setup the pin as an output, each bit will need to be specifications/camera-interface 


set to 0. Keep in mind, in a default state, all of the pins are 
setup to be inputs. 
So if you wish to set pins 0,1, and 7 to be inputs and the JABOUTTHEAUTHOR 
rest of the pins as outputs. You would set 70000077 in bi- 
nary or 0x83 in hex. To set the entire bank as outputs, you = Jeremiah Brott currently holds a lead role with Access2Networks 
can simply use 0x00. Toronto as an Information Security Consultant. In addition to 
Once the pins have been configured as inputs/outputs, — holding numerous certifications, Jeremiah is also the professor for 
you can turn them on or off by sending a hex value to the = Malicious Code - Design & Defense along with Ethical Hacking 
register for the particular bank you wish to control. Ox72 — at Sheridan Institute for the Applied Information Sciences System 
for bank A, 0x73 for bank B. Security degree program. Hacker’s do it with all sorts of characters... 
As always 1 is on, O is off, using the same formas above. = www.Access2Networks.com 
So if you wish to turn pin O on, you will send 00000007 as 
binary, or Ox07 as hex. 
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WebHT Track 


HT Track Website Copier is an open source tool to download 
an entire website from the Internet locally onto your 
desktop for offline browsing. 


its Linux/Unix/BSD release. The tool dumps and mir- _ path before clicking on Next. 
rors the complete contents of the source website you 
specify to a local directory by replicating the exact direc- 
tory structure, files and links. 
This is beneficial for a security practitioner who wants to 
perform offline security testing against a website without || sacs 


t is a Windows software that spawned WebHT Track, Give your new project a name, category name and base 


impacting the server hosting it. 


Install WebHT Track on Ubuntu by entering the following 


command in your Terminal. 


Project category: || 7 Forensic 


Base path: |hone/commandrinewebsi! _fefresh 


sudo apt-get install webhttrack Figure 2. Project details 


Launch WebHTTrack by clicking on Applications>Inter Enter details of the URL(s) that you want to mirror locally. 
net>WebHT Track Website Copier. The web interface is 
now accessible via your default browser. Select your lan- 
guage and click Next. 

Select URLs 
Action: Download websites) 
Web Addresses: (URL) Adie @/URIL.. | 


WOE: PSECU LEP PepUB LLC BS Legepet. aq 


Open Source offline browser 


Welcome to WebHT Track! 
Welcome ta WebHT Trick Website Copier! 


Please click on the NEXT button ta 


- start a new project URL tist (.txt): 
er oa are Preferences and mirror options: | Set options. 


Figure 3. URLs 


Figure 1. Web interface 
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Click Start to initiate the mirroring. 


nen Source offline browne 


Site mirroring finished! 


Open Source offline browser 


Mirroring operation complete. 
Click Exil lo qguil ®ebHTTrack. 
See log file(s) if necessary to ensure that everything is OX. 


Start 


© Please adjust connection parameters if necessary then press FINISH bo launch the mirroring operation. 


Save settings only, do not launch download mow. Thanks for using WebHTTrack! 
Path = (heme commanding websites / Hak 


« Browse Mirrored Website 
#® View bog files 


Figure 4. Start mirroring 


You can monitor the progress of the mirroring. You may 
opt to skip certain paths or objects and abort the mirror 
altogether. 


Open Source offline browser 


In progress: 


Bytes sawed Links scanned 2AAT (etdh 
Time: Files written: i 
Transter rate @ (10031) Files updated: 0 
Connections: 2 Errors: o 


in progress: parsing HTML file (1h) 


pagead?.pooglesyndication.com/pagead/js /goagle_top_exp.js 06/8, 00RiE SKIP 
(hSvegpht.coms_Vsy..Q/KADS0ZpHE ‘Ss?  /AY-O2.jpe 15, 71KiB/51,83Ki8 | SKIP 


wew, blogger.com na...ublic.blogspot.com  /Evt=-41494222 161098259007 4,73KiB/4,73KiB | SKIP Figure 6. Mirror complete 


Moved Temporarily seourityrepublic blogspot.com /robots. thet 196 1856 SKIP 
ready weew, blogger.com frobots.. tat T24E 1246. 


i 
i 
! 
! 
! 
| 
i 
i 
i 


This tool is simple to install and use yet incredibly use- 
ful in supporting Application Security testing to find vulner- 
abilities and also facilitating offline analysis of malicious 
code as well as malware embedded in websites. It is sup- 
ported on multiple platforms so try it today. 


Figure 5. Progress Mervyn Heng, CISSP, is into Ubuntu, Comic Universe characters, 
Pop culture and Art outside of Information Security. If you have any 
Once the mirroring is completed, you can directly ac- = comments or queries, please contact him at commandrine@gmail.com. 
cess the website locally by using the path link at the bot- 
tom of the page. 
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Banana Pi Pro 


hat happens when you take the popular Rasp- 
VAY ee Pi (RPi) microcomputer and hand it over 

to a Chinese company? You get an even more 
powerful and feature packed microcomputer with a similar 
name, the Banana Pi Pro. | guess “Blueberry” must have 
been taken already. The Banana Pi Pro is slightly larger 
than the RPi but it sure has more items added on. This 
board is a super-sized microcomputer if you look at the 
specs alone. 

The processor is an Allwinner A20 ARM Cortex 7 that 
uses a quad core system on a chip design (SoC) which is 
nearly identical to the RPi. The same goes for the operating 
speed of 1GHz and 1 gig of onboard DDR3 SDRAM. You'll 
find the identical 40 pin GPIO header and microSD slot un- 
derneath as the RPi, along with full HDMI and microUSB 
power connection. That is where the similarities stop. 

Lemaker, backers of the Banana Pi Pro, threw in some 
great additions that make up for the $10 higher price tag. 
The Banana has an infrared receiver built onto the board. 
The Ethernet port is a 10/100/1000 gigabit interface 
where the RPi is 10/100 megabit. There is an SATA con- 
nection for your portable hard drives, which makes up for 
only having two USB ports compared to RPi’s four USB 
ports. | found the SATA connection to be quite fast on a 2 
terabyte Samsung drive | had. 

The Banana has three reset/reboot buttons located 
across the board so you can selectively reset certain parts 
of the system without restarting the whole board. Some- 
body decided to add a microphone to this board knowing 
that I'm a great singer in the shower. My singing makes 
my dog howl in pain but the microphone makes me sound 
even better during playback with the 3.5mm AV out jack. 
The Banana even comes with WiFi enabled so there is no 
need to plug in a separate USB WiFi. The range is pretty 
good or as good as my iPad is, | should say. The WiFi chip 
also comes with a really cool antenna so | can broadcast 
my vocals across the neighborhood. 

I’m keeping all the shoes my neighbors throw at me as 
| sing. 

The SATA connection can accommodate up to 4 tera- 
bytes of my karaoke songs on a drive so all my hard work on 
yodeling will pay off someday. For some odd reason, the mi- 
croSD card won't take a chip larger than 64 gig but that isn't 
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a big deal because the Banana Pi Pro can boot up a large 
assortment of operating systems, including Android, Fedo- 
ra, Ubuntu, Debian, Arch, openSUSE and even Raspbian. 
Lemaker created their own OS version called Bananian. 

Many microcomputers have adopted the 40 pin GPIO 
connectors and the Banana Pi Pro is no different. | found 
my Sain Smart 3.5” TFT screen fit on the new board and 
worked perfectly after | updated the frame buffer interface 
and configured the GPIO to match the Banana Pi. My 7” 
HDMI display also worked well too, after | swapped out 
one cheap HDMI cable for a better cable. The Banana, 
like real fruit can come in bunches; they are stackable. 
You can even stack the RPi on top of the Banana Pi. The 
GPI1Os are slightly different but that can be corrected on 
either Pi for wire configuration (remapping pins). 

Lemaker is working hard to build up a library of software 
to support the Banana Pi Pro. You can still run Python, 
Scratch, Java and other programming languages right out 
of the box. All the big chips are on the bottom of the board 
while the topside looks almost naked except for the perim- 
eter connections. There are two microUSB ports. One for 
OTG and one for power. You don’t want to confuse the two 
but since | did, nothing seemed to happen except it didn't 
power up. The display interface is opposite compared to 
the RPi when looking for the camera connection. The con- 
nections are switched just to keep things interesting. 

lf you are looking for an alternative to the Raspberry Pi 
that has a lot of additional accessories, like built in WiFi, 
IR, SATA and Gigabit Ethernet, then the Banana Pi Pro is 
your choice. The cost difference more than makes up for 
the extra features and slightly larger size. 


Bob Monroe spent each year learning entirely new skills while 
maintaining his aviation skill set. He spent his spare time learning 
computer security, counterhacking, computer system hardening, 
intrusion detection and vulnerability assessments, IT ethics, 
cryptology, and that the biggest security risk is the human being. 
He is working as a volunteer for the Institute for Security and 
Open Methodologies (ISECOM.org), and Hacker High School 
(hackerhighschool.org) as a researcher and writer. 
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= Cures Windows workstations and servers. 


= Verifies the quality of the anti-virus software currently in use. 


=, wmenifea = 


crLAI Va. 

e DOr.Web Curelt! doesn’t require installation and doesn't conflict with any Known anti-virus; conse 
quently there is no need to disable the anti-virus currently in use to check a system with DrWeb Curelt!. 

s Improved self-protection and an enhanced mode for more efficient countermeasures against 
Windows blockers. 

a Dr.Web Curelt! is updated at least once an hour. 

as The utility can be launched trom removable media including USB storage devices. 
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INTERVIEW 


Interview with ... 


Shawn Webb Tells 
You All About 


HardenedBSD Project 


Shawn Webb is an information security professional who 
has been involved in opensource information security 
technologies for the past few years. He fell in love with 
FreeBSD as a teenager during the 4.x days. He serves as the 
cofounder of HardenedBSD and is one of the lead security 


engineers on the project. 


Luca Ferrari: Can you please introduce yourself 
and explain when and how you got in touch 
with HardenedBSD project? 

Shawn Webb: Around two-and-a-half years ago, | had 
blogged about some of my personal goals and one of 
them was implementing ASLR (Address Space Layout 
Randomization) for FreeBSD. An awesome dude from 
Hungary named Oliver Pinter came across my blog post 
and suggested we work together. He had the beginnings 
of a working patch. | added execution base randomization 
for position-independent executables (PIEs) and per-jail 
support. 

We started the upstreaming process for our ASLR patch 
nearly two years ago. In order to make our lives easier, 
we started the HardenedBSD project to serve as a stag- 
ing area for our development prior to upstreaming. So | 
got started with HardenedBSD by cofounding it with Oli- 
ver Pinter. 
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Luca Ferrari: What are the main innovations of 
HardenedBSD project with regard to the last 
year? 

Shawn Webb: Our ASLR implementation is the strongest 
ever implemented in any of the BSDs. 

We are the only OS in existence that has true stack ran- 
domization and can achieve 42 bits of entropy introduced 
into the stack. 

All of our enhancements are also per-jail. So if an ap- 
plication misbehaves with our enhancements, that appli- 
cation can reside in a jail with the enhancements turned 
off just for that jail. Those enhancements (ASLR, SEGV- 
GUARD, PaX PAGEEXEC/MPROTECT, etc.) remain on 
for the rest of the system. 

Additionally, we have the secadm project, allowing you 
to do that same toggling on a per-binary basis. If jailing 
the application doesn't look attractive, then you can use 
secadm to simply disable the enhancement for just that 
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application. Rulesets loaded by secadm are also per-jail. 
We've been working with the OPNSense team to help 
them switch from FreeBSD to HardenedBSD so they can 
enjoy the same level of protection | enjoy. We're really ex- 
cited to see this relationship develop further and for the 
switch to be made. 


Shawn Webb: You get the normal awesomeness that 
FreeBSD delivers along with expert exploit mitigation and 
security technologies. We've done a great job with our 
current enhancements, but there’s still a lot we'd like to 
do. This next year will be a great one for us and our users. 
We have a lot more planned for the next year. 


Shawn Webb: It’s just as difficult (or easy, if you prefer to 
think of it that way) as customizing FreeBSD. Hardened- 
BSD is FreeBSD with our security work on top of it. 


Shawn Webb: We still have a bit of work to do in this are- 
na. We still don’t have an official release, though we plan 
to have our first official release at around the same time 
FreeBSD releases 11.0. 

We provide our own packages for 11-CURRENT/amd64 
and 10-STABLE/amd64. However, we don't provide bi- 
nary updates for base. We're waiting on base packaging 
support in Poudriere/pkg. If that doesn’t happen within the 
next six or so months, we'll likely write our own secure bi- 
nary updating mechanism. 


Shawn Webb: We are currently running a fundraiser to 
help us become a not-for-profit 501(C) (3) organization in 
the USA, similar to the FreeBSD Foundation. Once that 
happens, future donations will become tax-deductible. 
However, becoming a not-for-profit is pretty costly in the 
USA, so we need support from the community to do so. 
The classic chicken-and-egg scenario. 

We just added a new developer, Brian Salcedo, who is 
tasked with revamping secadm to be more efficient. He’s 
doing some great work and we're excited to see where he 
takes secadm in the near future. He hopes to add a fea- 


www.bsdmag.org 


ture similar to grsecurity’s TPE (Trusted Path Execution), 
an addition that would be very much welcomed by Oliver 
and me. 


Shawn Webb: We don't like to see us as competitors to 
anything or anyone. We simply like to write great code 
and make FreeBSD better. With companies like Netflix us- 
ing FreeBSD to deliver around 36% of peak North Ameri- 
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can Internet traffic, these security enhancements are cru- 
cial. We need to raise the bar for attackers. 

We'll work with anyone and everyone who uses Free- 
BSD to help them bring in HardenedBSD’s work--making 
us not competitors but collaborators. 


Luca Ferrari: Please tell us more about 
OPNSense. 

Shawn Webb: OPNSense is an up-and-coming fork of 
pfSense. | own a little ASUS wireless router at home and 
know of its many vulnerabilities. | figured that | really dis- 
like major vulnerabilities that can allow random people on 
the Internet to be able to man-in-the-middle (MitM) me, 
switching to a dedicated firewall/routing appliance would 
be better. 

| used pfSense heavily in the past and grew to love the 
project. However, | wanted a custom version of it for my 
own use, but instead of using FreeBSD as the base, | 
wanted to use HardenedBSD. | like to eat my own dog- 
food. After a bit of digging, | figured out that it’s near im- 
possible to do your own builds of pfSense. The documen- 
tation for the build process doesn’t exist and the pfSense 
project doesn't want such documentation to exist. 

So | kept looking. | had heard of OPNSense before and 
that it was a fork of pfSense. Their build documentation is 
front-and-center. Though pfSense was my first choice, | 
naturally went with OPNSense. After a bit of digging and 
some handholding from the OPNSense team, | was able 
to produce a working build relatively quickly. 

| found that | work really well with the OPNSense team 
and they work well with me. Their interest became piqued 
as soon as they learned who | was and what | was doing. 
We began talking about switching OPNSense from Free- 
BSD to HardenedBSD. We have teamed up to help and 
support each other in our ventures. 


Luca Ferrari: How is the VDSO (Virtual Dynamic 
Shared Object) integration going? 

Shawn Webb: Really well! It was completed over the 
weekend of 04 July 2015. Finishing the Virtual Dynamic 
Shared Object (VDSO) randomization was the final piece 
to finishing our ASLR implementation. 
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Luca Ferrari: Why did you choose FreeBSD? 
Shawn Webb: | was introduced to FreeBSD as a teenag- 
er by some cool hackers. | instantly fell in love. I’ve been 
an advocate of FreeBSD ever since. Choosing FreeBSD 
as a base for HardenedBSD was a natural choice. 


Luca Ferrari: Please tell us more what the basic 
needs of HardenedBSD project are and how the 
community can help develop the project? 
Shawn Webb: What we at HardenedBSD need most is 
funding. It takes a lot to run a project like HardenedBSD. 
I'm paying for it all myself out of my own pocket. We really 
need help in order to become a not-for-profit organization. 

Additional donated hosted servers would be great, too. 
We could make use of another package building server 
and another nightly build server. 


Luca Ferrari: Summing up, please tell our 
Readers why the HardenedBSD project is so 
unique and what the users can achieve when 
they decide to use it? 

Shawn Webb: HardenedBSD provides expert exploit 
mitigation and security technologies to FreeBSD. These 
technologies have proven to make life difficult for would- 
be attackers. Our goal is to piss off the bad guys. 


Luca Ferrari lives in Italy with his wife and son. 
He received a PhD in Computer Science by 
University of Modena and Reggio Emilia, has 
been co-founder, member of the board of 
directors and president of Italian PostgreSQL 
Users’ Group (ITPUG). Luca loves Open Source 


software and Unix culture, uses GNU Emacs, 
Perl, zsh and FreeBSD along with a lot of other 
cool tools. 
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Download syslog-ng Premium Edition 
product evaluation here 


Attend to a free logging tech webinar here 
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syslog-ng log server 


The world's first High-Speed Reliable Logging™ technology 


HIGH-SPEED RELIABLE LOGGING 
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=m zero message loss due to the 
Reliable Log Transfer Protocol™ 


= trusted log transfer and storage 
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HOW TO BUILD A PENTEST LAB 
el PAUL JANES eee 


Enroll to BUILD YOUR OWN PENTEST LAB online course and learn how to create your own 
pentest lab. 


This course covers various virtualization software and penetration testing tools like Kali Linux, 
Nessus, Metasploit, Metasploitable, Nmap, and others. 


Through practical hands-on labs, you will be able to not only identify systems but also identify 


their vulnerabilities. 
All in pure practice. 
In case of any questions please contact: 


joanna.kretowicz@eforensicsmag.com 


Course Plan: 


Pre-Course Material 


« Why Do! Need a Pen Test Lab 

« Definitions 

« Creating Directory Structure For the Course 
« Download Virtual Images 

« Acquire Nessus Licenses 


Module 1 The Build 


« Definitions 
« Some Basic Linux Commands You Need to Know 


Software 


« Installation of VMPlayer and Virtual Box. 
You Decide, We Will Cover Both. 

« Setup of Our Penetration Testing System — 
Kali Linux Distribution 

« Setup a Linux Client as a Virtual Machine 

« Setup Our First Vulnerable Machine 
Metasploitable2 

« Setup Our Second Vulnerable Machine Bee-box 
(BWAMP) 


Exercises 


« Overview of Virtual Machine Settings 
« Run the Basic Linux commands 
« Upgrade Kali Linux Distribution 


Module 2 Port Scanning 


« Nmap and Zenmap Installation 

« Nmap Basic Scanning 

« ZenMap Basic Scanning 

« Metasploitable Dnmap Scanning 


Exercises 


« Run Nmap Scans against Ubuntu 
« Run Zenmap Scans Against Metasploitable2 
« Run Dnmap Scans Against Host 


Module 3 Vulnerability Scans 


« Installation and Licensing of Nessus Vulnerability 
Scanner 

« Installation of Netsparker Web Vulnerability 
Scanner 

« Basic Nessus Scanning 

« Basic Netsparker Scanning 

« Intermediate Nmap Scans 


Exercises 


« Runa Nessus Scan Against Metasploitable2 

« Runa Netsparker Scans Against Bee-Box 
(BWAMP) 

« Runa Nessus Scan Against Ubuntu 


Module 4 Advanced Scanning and Reporting 


« Nessus Advanced Scans 

« Netsparker Advanced Scans 

« Nmap Advanced Scans 

« Metasploit Reporting 

« Review Other Resources Available to You... 
« Where Do | Get Virtual Machines 


Exercises 


« Create a Metasploit Report Combining Nessus 
and Dnmap Scans 

« Runan Advanced Nessus Scan Against 
Metasploitable 2 

« Runan Advanced Netsparker Scan Against 
Bee-Box (BWAMP) 


If you have any questions or just want to get to know us better feel free to contact 


me at joanna.k@eforensicsmag.com or just answer this email 


Get 10% discount on our magazines and online courses. Insert the code and use it at check-out 
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Code is valid till the end of July 


